
From Hildenbrand and Hendricks (1995)
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Seismic Hazards Report for the EGC ESP Site
Map of New Madrid Seismic Zone 

and Northern Mississippi Embayment Region

Blytheville
Arch

Figure
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Light shaded area shows location of abundant sand blows and medium shaded area shows location of abundant 
modern seismicity. Selected features are: LCU, Lake County uplift; RS, Reelfoot scarp; BLSL, Big Lake sunklands; 
SFSL, St. Frances sunk-lands ; BHL, Bootheel lineament ; CCFZ, Crittenden County fault zone.

From Crone and Wheeler (2000).
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Schematic Diagram Showing the Reelfoot Scarp and Selected Features 

in the Area of the New Madrid Seismic Zone

Figure



(a)

(b)

(a) Fault segmentation of the NMSZ. Seismicity of the NMSZ, the Blytheville arch,
and the Bootheel lineament/NN fault (left) yield the seven segments (right) identified as: BA,
Blytheville arch; BFZ, Blytheville fault zone; BL, Bootheel lineament; NW, New Madrid west;
NN, New Madrid north; RF, Reelfoot fault; RS, Reelfoot south. Segments NW and RS are defined
solely from seismicity.

(b) Possible fault rupture scenarios (S#1, S#2, S#3) for the 1811-1812 D1,
J1, and F1 earthquake sequences, using the seven fault segments of (a). Based on historical and
physical constraints, the D1 principal event must rupture BA, and the F1 principal event must
rupture RF in all scenarios. S#1 is the favored scenario.
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Central Fault System of New Madrid Seismic Zone

From Johnston and Schweig (1996)

Figure
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Map Showing Location of New Madrid Seismic Zone 
as Illuminated by Seismicity Between 1974 and 1996

From Hough et al. (2000)

Figure



From Woolery and Street (2002)
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Major Structural Features in the Central Mississippi Valley 

and Seismicity Trends in the Northern Mississippi Embayment

Kentucky

Major structural features (modified from Kolata and Nelson, 1997). The lines of shaded circles 
represent the locations of Wheeler's (1997) trends 1 and 2 seismicity in relation to the New 
Madrid seismic zone and the study area.

Figure
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Map of New Madrid Seismic Zone Showing 

Estimated Ages and Measured Sizes of Liquefaction Features

 From Tuttle et al. ( 2002)

Figure



 From Tuttle et al. (2002)
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Earthquake Chronology for NMSZ from Dating and Correlation of 

Liquefaction Features at Sites Along NE-SW Transect Across Region

Figure



s:
\7

90
0\

79
35

\7
93

5.
00

0\
03

_0
10

9_
ee

sp
\_

fig
_2

.1
-2

3(
19

).
ai

 (
20

03
-0

5-
29

, 1
3:

34)

2.1-27
Seismic Hazards Report for the EGC ESP Site

Timing and Recurrence Intervals of New Madrid Events

 From Tuttle et al. (2002)

Figure
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Map Showing Restraining Bend In Commerce Geophysical Lineament

Wabash Valley region highlighting the proposed restraining bend or left step in the Commerce deformation zone (Commerce 
geophysical lineament). Along eight east-west profiles in the Wabash River region (shown by double black lines), Fraser et al. 
(1997) carried out detailed morphometric analysis of the land surface, detailed geologic mapping, and structural analysis of 
bedrock. Arrows on these profiles show the tilt of bedrock and indicate that bedrock generally tilts to the west at the left step and to 
the east outside the step. Dashed lines are mapped faults based on the structural map of Illinois by Nelson (1995) and structural
maps of the Illinois basin (Nelson, 1991). The direction of maximum horizontal compressive stress is shown by arrows and 
SH(max). Assuming right-lateral movement along the CDZ, thrust faults may have developed at the restraining bend, leading to a 
local uplifted block. The westward tilt of bedrock may suggest uplift in the vicinity of the proposed restraining bend. The four black 
circles are the approximate locations of epicenters of large prehistoric earthquakes (interpreted moment magnitudes of ~6, 7.1,
and 7.5 and estimated radial location error of less than 20 km) discussed by McNulty and Obermeier (1999). Because these 
earthquakes occur near the proposed restraining bend, we suggest the possibility of a relationship between large earthquakes and
stress build-up at the bend. Gray circle (M 5.5) identifies the epicenter of the November 1968 moment magnitude 5.5 earthquake 
in southern Illinois. 

 From Hildenbrand et al. (2002)

Figure
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Median Ground Motion Relationships Used in EPRI-SOG Study
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Seismic Hazards Report for the EGC ESP Site 

Comparison of Median Ground Motion Relationships Used in EPRI-SOG 
Study with Recently Developed Relationships 
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Figure

2.2-3
Seismic Hazards Report for the EGC ESP Site 

Comparison of the EPRI (2003) Median Attenuation Relationships to the
EPRI-SOG Attenuation Relationships 
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Figure

2.2-4
Seismic Hazards Report for the EGC ESP Site 

Uncertainty Range for EPRI (2003) Median Ground Attenuation Relationships 
Compared to the EPRI-SOG Attenuation Relationships 
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Figure

2.2-5
Seismic Hazards Report for the EGC ESP Site 

Comparison of the EPRI (2003) Models for Aleatory Variability with the Value 
Used in the EPRI-SOG Study 
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CHAPTER 3 

Evaluation of Recent Information 

This chapter summarizes and evaluates the recently acquired data and information 
compiled and reviewed for Chapter 2 with the goal of examining the effects that the data 
and information have on the understanding of seismic hazard at the EGC ESP Site.  Section 
3.1 examines the ways recent information affects input to the site’s PSHA in terms of: 

any newly identified seismic sources in the site region (Section 3.1.1); 

modifications to earthquake recurrence rates for the region (Section 3.1.2);  

estimated maximum magnitudes for the region (Section 3.1.3); and 

the ground motion attenuation appropriate for the site region (Section 3.1.4). 

In Section 3.2, these parameters are adjusted based on new information, and the sensitivity 
of the PSHA to each of these parameters is analyzed, using both the EPRI-SOG model 
(Section 3.2.1) and a simplified model (Section 3.2.2).  Incorporating information developed 
since the EPRI-SOG study produces changes in site hazard that may be considered 
significant.  Therefore, a decision was made that ground motions for the SSE for the EGC 
ESP Site would be based on an updated PSHA based on the EPRI-SOG model as adjusted in 
the following chapter (Section 4.1). 

3.1 Summary of New Information 
Several factors may produce changes in the level of seismic hazard at the EGC ESP Site 
compared to what would be estimated based on the EPRI-SOG study.  Data and information 
that could affect the predicted level of seismic hazard include: 

identification of a possible new seismic source in the site vicinity; 

changes in the characterization of the rate of earthquake occurrence for one or more 
seismic sources; 

changes in the characterization of the maximum magnitude for seismic sources; and/or 

differences in the characterization of earthquake ground motions. 

The relevance of the data presented in Chapter 2 to these items is evaluated following 
Regulatory Guide 1.165 (Appendix E, Section E.3 – USNRC, 1997) discussed below. 

3.1.1 Identification of Seismic Sources (RG 1.165, E.3 Step 1 Evaluation) 
As discussed in Chapter 2 of this Appendix, much of the seismic hazard research conducted 
within 200 miles of the EGC ESP Site has focused on the region comprising the Wabash 
Valley/southern Illinois/southwestern Indiana.  Investigators have found evidence for a 
number of moderate-to-large prehistoric earthquakes in the Wabash Valley region.  The 
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faulting responsible for those earthquakes is presently unknown, and in the past several 
years investigators have proposed various source zone geometries (e.g., Toro and Silva, 
2001; Wheeler and Cramer, 2002; Cramer et al., 2002).  Some of these geometries are shown 
in the right-hand plot on Figure 3.1-1.  The left-hand plot in that figure shows a composite of 
the source zones defined for the Wabash Valley/southern Illinois region by the EPRI-SOG 
expert teams.  The EPRI-SOG sources encompass the recently proposed source zones. 

The New Madrid seismic zone (NMSZ) is located just beyond the 200-mile radius around 
the EGC ESP Site.  Dating of paleoliquefaction features has identified four prehistoric 
earthquake sequences in the region.  Research continues to focus on correlating the 1811-
1812 and prehistoric earthquakes with faults and lineaments of seismicity.  Various 
investigators have proposed a range of actual and modeled-faults for use in PSHA (e.g., 
Cramer, 2001).  These sources fall within the general outlines of the NMSZ defined by the 
EPRI-SOG expert teams (Figure 3.1-2).  The EPRI-SOG experts’ alternative interpretations of 
the New Madrid seismic source, therefore, adequately account for new information on 
possible fault sources within the New Madrid source zone. 

In Figure 3.1-3, the spatial pattern of earthquakes recorded after completion of the EPRI-
SOG study is compared to the pattern of earthquakes in the EPRI-SOG catalog.  The 
earthquakes for the period 1985 to June 2002 show the same spatial pattern as those in the 
period 1777 to 1985.  Events are concentrated in the New Madrid source zone and occur 
throughout the Wabash Valley/southern Illinois region.  Activity in central and northern 
Illinois consists of only a few earthquakes larger than magnitude mb 3.  The EPRI-SOG 
experts’ alternative configurations for the background earthquake at the EGC ESP Site are 
consistent with the updated seismicity patterns. 

Based on the above evaluations, it is concluded that data obtained since the EPRI-SOG study 
suggest no additional specific seismic sources in the site region.  The seismicity parameter 
values for these zones will be considered next. 

3.1.2 Earthquake Recurrence Rates (RG 1.165, E.3 Step 1 Evaluation) 
In the E.3 step 1 evaluation of the significance of new data regarding earthquake recurrence, 
a simplified zone model was used to represent the three most significant contributors to 
hazard at the EGC-ESP Site.  The simplified source model consists of a New Madrid source 
zone, a Wabash Valley-southern Illinois source zone, and a central Illinois source zone 
(Figure 3.1-4). 

Section 2.1.3 of this Appendix presents a discussion of an updated earthquake catalog for 
the study region.  These data were used to compute earthquake recurrence rates for the 
sensitivity analyses.  The method for calculating earthquake recurrence for the EPRI-SOG 
study computed earthquake frequencies over the entire time span of the catalog, accounting 
for incomplete recording periods by estimating the probability of detecting and recording 
earthquakes through time.  It was judged that the probability of detecting mb  3.3 events is 
now 1.0 in the study region.  The estimated probabilities of detection were then used to 
obtain an ”equivalent period of completeness” for specific regions of the CEUS.  The EPRI-
SOG study demonstrated that the frequency of earthquakes could be estimated by dividing 
the total number of earthquakes in the catalog for a specific magnitude interval by the 
equivalent period of completeness.  Using the EPRI-SOG catalog and the equivalent periods 
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of completeness obtained in the EPRI-SOG study, earthquake recurrence rates were 
obtained for the three source zones shown on Figure 3.1-4.  Those rates are plotted as the 
open circles on Figure 3.1-5.  The vertical error bars represent the 90-percent confidence 
intervals for earthquake frequency.  

In computing earthquake frequencies for the updated catalog, it was assumed that the 
probability of detection for mb  3.3 events has remained 1.0 for the period 1985 to the 
present.  Therefore, the period of completeness for the updated catalog is equivalent to the 
EPRI-SOG estimates plus the interval from January 1985 to June 2002.  The earthquake 
frequencies computed using the updated catalog are shown by solid diamonds on Figure 
3.1-5.  For clarity the data points are plotted with a slight offset from those based on the 
EPRI-SOG catalog.  The comparisons provided by the figure indicate that including an 
additional 17 years of earthquake data does not change significantly the earthquake 
frequencies computed from the catalog data. 

The other source of information on earthquake recurrence is the paleoliquefaction data.  
Estimates for the rates of moderate-to-large events based on these data are shown on Figure 
3.1-5.  For New Madrid, the box indicates the  one-standard-deviation estimate on the 
mean frequency obtained by Cramer (2001).  For the Wabash Valley, solid squares show the 
rates estimated for the counted number of large paleoearthquakes since 6,000 BC, the period 
for which the record of paleoearthquakes is likely complete.  A similar calculation was 
performed for the central Illinois zone using the postulated Springfield paleoearthquake. 

The comparisons shown on Figure 3.1-5 indicate that for central Illinois and the Wabash 
Valley, earthquake recurrence relationships fit to the recorded seismicity envelop the rates 
of larger earthquakes estimated from paleoliquefaction data.  Such is not the case for the 
New Madrid zone, as illustrated on Figure 3.1-6.  Added to this figure is the distribution of 
earthquake recurrence rates computed from the EPRI-SOG expert teams’ recurrence 
assessments for the New Madrid source.  These predicted rates are consistent with the rates 
calculated using the updated seismicity catalog.  However, they under-predict the rate of 
large-magnitude earthquakes by about one order of magnitude.

The conclusion drawn from these comparisons is that, except for large earthquakes in the 
New Madrid seismic zone, the EPRI-SOG recurrence parameters should provide a good 
estimate of the current rate of seismicity in the study region and do not require updating. 

3.1.3 Assessment of Maximum Magnitude (RG 1.165, E.3 Step 1 Evaluation) 
Figures 3.1-7 through 3.1-9 show the composite maximum magnitude distributions for the 
three regions based on the EPRI-SOG experts’ composite uncertainty assessment.  The top 
plot on each figure shows the maximum magnitude distribution in terms of mb magnitudes, 
the magnitude scale used in the EPRI-SOG study.  The bottom plot shows the maximum 
magnitude distribution in terms of moment magnitude M.  The mb values were converted to 
moment magnitude using an equally weighted combination of the mb – M relationships 
given in EPRI (1993), Atkinson and Boore (1995), and Johnston (1996).  The heavy arrows on 
the figures indicate the range in maximum magnitudes that have been published recently 
for the New Madrid seismic zone or are suggested by the estimated sizes of 
paleoearthquakes (for the Wabash Valley and central Illinois).  These plots indicate that the 
recent maximum magnitude estimates for New Madrid seismic zone are consistent with the 
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EPRI-SOG experts’ assessments.  For the Wabash Valley, the largest identified 
paleoearthquake has an estimated magnitude of M 7.0 to 7.8.  The estimated maximum 
magnitude for an earthquake nucleating in the basement in the southern Illinois basin in the 
vicinity of the DuQuoin monocline and Louden anticline is M 6-7 (Su and McBride, 1999).  
These estimates lie near the upper end of the range of the EPRI-SOG experts’ composite 
assessments for Wabash Valley-southern Illinois sources.  The estimated magnitude for the 
postulated paleoearthquake in central Illinois is M 6.5 0.3, a value that lies near the upper 
tail of the EPRI-SOG composite maximum magnitude distribution for central Illinois 
sources.

The conclusion drawn from these comparisons is that the maximum magnitude uncertainty 
distributions for the central Illinois-background source zones and the Wabash Valley-
southern Illinois sources developed by the EPRI-SOG expert teams do not adequately 
encompass magnitudes as large as those implied by the new paleoliquefaction data.
Consequently, a Regulatory Guide 1.165, Position E.3, Step 2 sensitivity analysis is needed to 
determine the significance of these new data.   

3.1.4 Assessment of Ground Motion Attenuation  
The comparisons developed in Section 2.2 of this Appendix indicate that current ground 
motion models for the CEUS generally are consistent with the median models used in the 
EPRI-SOG study.  The aleatory variability about the median ground motions used in the 
EPRI-SOG study, however, is significantly lower than current estimates.  Given the 
extensive research on CEUS ground motions since the EPRI-SOG work, the effect of the 
newer models should be examined. 

3.1.5 Summary  
Based on the above assessments and consistent with the requirements of Regulatory 
Guide 1.165, Position E.3, the following source parameter adjustments are studied as part of 
PSHA sensitivity tests for the EGC ESP Site. 

Sensitivity to new data relative to the occurrence of large earthquakes in the New 
Madrid Seismic zone.  Specifically, the interpretation that the data support the 
occurrence of characteristic, time-clustered earthquake sequences in the NMSZ with an 
average return period in the range of 500 to 1,000 years.  

Sensitivity to new data and interpretations relative to assessment of maximum 
magnitude for the Wabash Valley seismic source. 

Sensitivity to new data and interpretations of maximum magnitude for the central 
Illinois/background seismic source. 

Sensitivity to new ground motion models. 

3.2 PSHA Sensitivity Studies 
This section of Appendix B describes the sensitivity studies that were carried out to address 
changes in the PSHA model used by the EPRI-SOG.  Results of these sensitivity studies led 
to an updated PSHA for the EGC ESP Site, as discussed in Section 4 of this Appendix. 
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3.2.1 Sensitivity of EPRI-SOG PSHA Results to New Data 
The first step in the analysis was to translate the EPRI-SOG input evaluations into a format 
usable by Geomatrix PSHA software.  Figure 3.2-1 compares the rock hazard curves 
obtained using the EPRI-SOG software and input files to the rock hazard curves computed 
using Geomatrix’s software and the EPRI-SOG input.  The comparison indicates that the 
EPRI-SOG results can be duplicated using Geomatrix software.   

The first sensitivity analysis tests the effect of increasing the maximum magnitude 
distribution for central Illinois from that shown on Figure 3.1-9 to a uniform distribution in 
the range of mb 6.4 to 6.8 (M 6.5 to 7).  Figure 3.2-2 compares the resulting hazard curves to 
EPRI-SOG results.  As shown, there is a noticeable increase in hazard (increase in the 
frequency of exceedance).  (Note that the curves labeled EPRI-SOG (this study) are 
computed using Geomatrix software and the EPRI-SOG inputs.) 

Figure 3.2-3 shows the results of two sensitivity analyses on the mean and median hazard.  
The curves labeled “local Mmax” show the effect of changing the Mmax distribution of the 
local source (the same sensitivity as shown on Figure 3.2-2).  The curves labeled “Local Mmax

plus Characteristic New Madrid” show the effect on the mean and median hazard of adding 
a single source of New Madrid characteristic earthquakes with a return period of 500 to 
1,000 years in addition to modifying the maximum magnitude distribution for the local 
sources.  The addition of the characteristic New Madrid earthquakes has no effect on peak 
acceleration hazard beyond that caused by an increase in the local maximum magnitude 
distribution, but does produce an increase in the hazard for 1 Hz spectral acceleration. 

Figure 3.2-4 shows the effect of replacing the three mb-based ground motion attenuation 
models used in the EPRI-SOG study with two more recently published models, also defined 
in terms of mb.  The EPRI-SOG source parameters were not modified for this comparison.  
The newer models are those of Atkinson and Boore (1995) and Toro et al. (1997), and they 
were given equal weight in the calculations.  The newer mb attenuation models result in 
lower peak acceleration hazard, except at peak accelerations above approximately 0.3 g.  
Use of the newer mb attenuation models results in an increase in the median hazard for the 1 
Hz spectral acceleration, partly because of the greater aleatory variability in the newer 
models (the Toro et al. [1997] uncertainty model was applied to both relationships).  The 
mean hazard for 1-Hz spectral acceleration decreases using the newer attenuation models 
because both newer models give 1-Hz spectral acceleration estimates well below those 
obtained from the Nuttli-Newmark-Hall model used in the EPRI-SOG study. 

Figure 3.2-5 shows the effect of replacing the three mb-based ground motion attenuation 
models used in the EPRI-SOG study with the new M-based ground motion attenuation 
models developed by EPRI (2003).  The three mb-M relationships described in Section 3.1.3 
were used to convert mb magnitudes into moment magnitude for calculation of the hazard 
using the EPRI (2003) ground motion models.  The effect of the EPRI (2003) ground motion 
attenuation models on the hazard is similar to that shown on Figure 3.2-4 for the newer mb-
based attenuation models.  For peak acceleration, the EPRI (2003) attenuation models 
produce lower hazard for peak accelerations below about 0.15g, and higher hazard for 
larger motions.  Similar to the results shown on Figure 3.2-4, the EPRI (2003) attenuation 
models produce higher median hazard for 1-Hz spectral acceleration and lower mean 
hazard.
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3.2.2 PSHA Sensitivity Using Simplified Source Model 
To more efficiently explore the effects of other new data, the simplified seismic source 
model was used.  The model consists of three sources (Figure 3.1-4) developed from EPRI-
SOG sources: a New Madrid source, a Wabash Valley-southern Illinois source , and a central 
Illinois source.  The sources were assumed to have spatially homogeneous seismicity.  The 
seismicity parameters were developed from the earthquake catalog using the equivalent 
periods of completeness developed in the EPRI-SOG study.  Figure 3.2-6 shows the fits to 
the seismicity data for each seismic source.  As shown, the extrapolation of the seismicity 
rates obtained from the catalog encompasses the paleoearthquake rates for the Wabash 
Valley-southern Illinois and central Illinois sources.  Figure 3.2-7 compares the median and 
mean hazard computed from the simplified model to that obtained using the full EPRI-SOG 
model.  The simplified model produces slightly higher hazard, but the shape of the hazard 
curves and the relative locations of the median and mean are consistent between the two 
models.  The higher hazard may be due, in part, to the use of spatially homogeneous 
seismicity within each source, allowing some of the higher earthquake activity rates in 
southern Illinois and southern Indiana to occur closer to the EGC ESP Site. 

Figure 3.2-8 shows the effect of making all the modifications to the seismic sources 
described in Section 3.1: increasing the maximum magnitude for the central Illinois source, 
increasing the maximum magnitudes for the Wabash Valley-southern Illinois source, and 
adding characteristic New Madrid earthquakes with a return period about 500 years.  As 
discussed in Section 2.1.5.2.1 of this Appendix, large earthquakes in the New Madrid source 
zone appear to be clustered in time.  For this simplified analysis, the characteristic New 
Madrid earthquakes were modeled as a cluster of three earthquakes.  Figure 3.2-9 shows the 
effect of using the newer mb attenuation models on the hazard computed using the 
simplified source model.  The effects of these modifications on the hazard computed using 
the simplified model are very similar to those found for the full EPRI-SOG model (Figures 
3.2-3 and 3.2-4), indicating that the simplified model provides a good basis for examining 
hazard sensitivity. 

Figure 3.2-10 shows the combined effect of the source modifications shown on Figure 3.2-8 
and use of the newer mb attenuation models (Figure 3.2-9) on the hazard computed using 
the simplified source model.  The combined source and attenuation updates produce lower 
peak acceleration hazard for ground motions below about 0.15g and higher hazard for 
higher peak acceleration levels.  For 1-Hz spectral acceleration, the combined effect is to 
produce higher hazard in general for both the mean and the median.  

The more recent attenuation models for central-eastern North America are most often 
defined in terms of moment magnitude, M.  Figure 3.2-11 compares the hazard results 
obtained using the updated source parameters and the Atkinson and Boore (1995) and Toro 
et al. (1997) attenuation models in terms of mb to the hazard results obtained using the 
Atkinson and Boore (1995) and Toro et al. (1997) attenuation models in terms of M.  The use 
of moment magnitude attenuation relationships produces slightly higher hazard than the 
use of mb attenuation relationships. 

An additional issue regarding seismic sources concerns the configuration of the Wabash 
Valley-southern Illinois source.  Figure 3.1-1 compares the EPRI-SOG Wabash Valley-
southern Illinois sources to recently proposed sources for that region. The EPRI-SOG source 
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alternatives cover essentially the same region as the recently proposed source geometries.  
The effect of the newer sources on hazard is small.  Figure 3.2-12 shows the hazard results 
obtained using the alternative source geometry that produces the largest increase, the Tri-
State zone defined by Wheeler and Cramer (2002).  Note that in both cases, uniform 
seismicity density was used in the calculation.  Imposing spatial smoothing may produce a 
somewhat lower hazard and smaller differences between source models.  The USGS 
incorporates the Tri-State zone into the spatial smoothing of seismicity.  It is used only to 
define an area with a higher maximum magnitude that the surrounding region. 

3.2.3 Conclusions 
Incorporating information developed since the EPRI-SOG study produces changes in site 
hazard that may be considered significant.  This result is illustrated on Figure 3.2-13, which 
shows, (using the simplified model) the combined effect of increasing the maximum 
magnitude distributions for the central Illinois and Wabash Valley sources, incorporating a 
clustered characteristic earthquake sequence having a mean return period of 500 to 1,000 
years at New Madrid, and using recent attenuation relationships defined in terms of 
moment magnitude. 

Based on the differences in seismic hazard shown by the sensitivity analysis, a decision was 
made that ground motions for the SSE for the EGC ESP Site will be based on an updated 
PSHA.  The evaluations of new information presented above indicate that, for the most part, 
the EPRI-SOG seismic hazard model remains appropriate for assessing seismic hazards in 
central Illinois.  The required updates to the EPRI-SOG model are very specific: adjustment 
of the maximum magnitude distribution for the central Illinois- background sources, 
adjustment of the maximum magnitude distribution for the Wabash Valley-southern Illinois 
sources, and the addition of characteristic New Madrid earthquakes.  Recent studies in the 
EGC ESP Site region have identified possible centers for moderate magnitude earthquakes 
in southern and central Illinois.  The results of these studies provide a longer seismic record 
than is provided by historical seismicity alone, which was the primary basis for the EPRI-
SOG experts’ assessments of maximum magnitude in the central Illinois-background source 
zones.  An EPRI-sponsored study published in the mid-1990s provides a quantitative way to 
use this information to assess maximum magnitudes.  A number of paleoseismicity studies 
in the Wabash Valley region provide information for assessing the size of the largest events 
the may be associated with those sources.  The issues surrounding modeling of New Madrid 
earthquakes for hazard assessments have been discussed in recent literature and 
workshops.  In addition, EPRI has sponsored a recent study to provide a comprehensive 
model of ground motion attenuation in the CEUS (EPRI, 2003).  Consequently, there is 
sufficient information to develop the required updates of the EPRI-SOG model.  These 
updates and the resulting updated PSHA are described in Section 4.1. 
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3.1-7
Seismic Hazards Report for the EGC ESP Site

Composite Maximum Magnitude Distributions from the EPRI-SOG Model for 
the New Madrid Seismic Zone Sources
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Figure
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Seismic Hazards Report for the EGC ESP Site 

Composite Maximum Magnitude Distributions from the EPRI-SOG Model for 
the Wabash Valley – Southern Illinois Sources 
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Figure
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Seismic Hazards Report for the EGC ESP Site 

Composite Maximum Magnitude Distributions from the EPRI-SOG Model for 
the Central Illinois – Background Sources 

N
on

-G
D

S
 

0

0.05

0.1

0.15

0.2

0.25

4.5 4.7 4.9 5.1 5.3 5.5 5.7 5.9 6.1 6.3 6.5 6.7 6.9 7.1 7.3 7.5

mb

Pr
ob

ab
ili

ty

0

0.05

0.1

0.15

0.2

4.3 4.6 4.9 5.2 5.5 5.8 6.1 6.4 6.7 7.0 7.3 7.6

M

Pr
ob

ab
ili

ty



Figure

3.2-1
Seismic Hazards Report for the EGC ESP Site 

Rock Hazard Results for the EGC ESP Site Computed Using EQHAZ and 
EQPOST Compared to Results Computed Using Geomatrix’s PSHA Software
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Seismic Hazards Report for the EGC ESP Site 
Effect of Increasing the Mmax Distribution for Central Illinois Sources in EPRI-

SOG Model on the Rock Hazard at the EGC ESP Site Computed Using the 
EPRI-SOG Attenuation Models and mb Magnitudes
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Seismic Hazards Report for the EGC ESP Site 
Effect of Increasing the Mmax Distribution for Central Illinois Sources and 
Including Characteristic Earthquakes on the New Madrid Source on the 

Median and Mean Rock Hazard at the EGC ESP Site Computed Using the 
EPRI-SOG Attenuation Models and mb Magnitudes
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Seismic Hazards Report for the EGC ESP Site 

Effect of Using Newer mb Attenuation Models on Rock Site Hazard
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Effect of Using EPRI (2003) attenuation models on Rock Site Hazard 
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Seismic Hazards Report for the EGC ESP Site 

Seismicity Rates and mb Magnitudes Used in Simplified Source Models
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Seismic Hazards Report for the EGC ESP Site 

Comparison of Hazard Computed from Simplified Source Model to EPRI-SOG 
Rock Site Results

N
on

-G
D

S
 



Figure

3.2-8

Seismic Hazards Report for the EGC ESP Site 

Effect of Increasing Mmax Distribution for Local and Wabash Sources and 
Adding a Clustered Characteristic New Madrid Sequence on Rock Site Hazard 

for Simplified Source Model and mb Magnitudes
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Seismic Hazards Report for the EGC ESP Site 
Use of Newer mb Attenuation Relationships on Rock Site Hazard for 

Simplified Source Model 
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Seismic Hazards Report for the EGC ESP Site 

Effect of Source Modifications and Use of Newer mb Attenuation Relationships 
on Rock Site Hazard for Simplified Source Model 
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Figure

3.2-11
Seismic Hazards Report for the EGC ESP Site 

Comparison of Updated Hazard for Simplified Source Model Based on
mb and M Attenuation Relationships
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Figure

3.2-12
Seismic Hazards Report for the EGC ESP Site 

Effect on Hazard for Simplified Source Model from Replacing Weston Wabash 
Valley Source with USGS Tri-State Zone
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Figure
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Seismic Hazards Report for the EGC ESP Site 

Effect on Hazard of Source Modifications and Converting to Moment 
Magnitude Representation of Seismicity Parameters and Attenuation for 

Simplified Source Model
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CHAPTER 4 

Development of SSE Ground Motions 

This chapter presents the development of ground motions for the Safe Shutdown 
Earthquake (SSE) applicable to the EGC ESP Site.  For a soil site, the SSE ground motions are 
developed through a three-step process.  The first step is to compute the site hazard for a 
reference rock condition using an updated PSHA.  Section 4.1 presents the updated PSHA.  
The updates to the EPRI-SOG parameters for the PSHA consist of the following: 

addition of fault sources for characteristic earthquakes in the New Madrid Seismic Zone 
(Section 4.1.1); 

revised maximum magnitude distribution for the Wabash Valley-Southern Illinois 
source zone(s) (Section 4.1.2); 

revised maximum magnitude distribution for the central Illinois basin/background 
source (Section 4.1.3); and 

updated ground motion attenuation models (Section 4.1.4). 

The results of the PSHA are summarized in Section 4.1.5.  The development of mean 
uniform hazard spectra and the identification of the controlling earthquakes are presented 
in Section 4.1.6. 

The second step is to perform a soil amplification analysis to determine the appropriate 
response spectra at the free surface at the proposed ESP site.  The site response analysis is 
described in Section 4.2, and incorporates: 

assessment of the dynamic properties of the site’s subsurface materials (Section 4.2.1); 

representation of the uncertainty in dynamic properties in the analysis (Section 4.2.2); 
and

development of time histories representative of the controlling earthquakes (Section 
4.2.3).

The results of the site response analysis are presented in Section 4.2.4 in which smooth free 
surface response spectra are developed for the required probability levels.   

The third step involves determination of the horizontal design response spectrum (DRS) 
using the risk-consistent approach presented in ASCE Standard XXX (ASCE, 2003).  The 
DRS defines the horizontal SSE spectrum.  The vertical SSE spectrum is developed from the 
horizontal SSE spectrum using appropriate vertical/horizontal spectral ratios.  The 
development of the SSE ground motion spectra for the EGC ESP Site are described in 
Section 4.3. 
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The resulting SSE ground motion spectra are enveloped by the Regulatory Guide 1.60 
response spectrum anchored to a PGA of 0.3 g except for some frequencies above 16 Hz.  
The maximum exceedance is 25 percent and occurs at a frequency of 33 Hz. 

4.1 Updated PSHA 
The sensitivity evaluations described in Section 3.2 identified four specific elements of the 
EPRI-SOG assessments that are impacted by the new information and data.  The areas that 
require updating are:  (1) the characterization of the size and rate of the more frequently 
occurring large-magnitude New Madrid events originating on the fault system that 
generated the 1811-1812 earthquake sequence; (2) the maximum magnitude distribution for 
the Wabash Valley-Southern Illinois sources; (3) the maximum magnitude distribution for 
the Central Illinois basin-local background sources; and (4) new ground motion attenuation 
models for the CEUS.  The modifications to the EPRI-SOG parameters for these elements of 
the EPRI-SOG evaluations are discussed in the following sections.  Note that, with the 
exception of the characteristic New Madrid earthquakes, the recurrence parameters defined 
for the EPRI-SOG seismic sources are unchanged by new data and are found, consistent 
with Regulatory Guide 1.165 (USNRC, 1997), to be appropriate for use in the updated PSHA 
for the EGC ESP Site. 

4.1.1 New Madrid Seismic Zone — Characteristic Earthquake Sources 
The principal seismic activity within the upper Mississippi embayment is interior to the 
Reelfoot rift along the New Madrid Seismic Zone (NMSZ).  Recent seismologic, geologic, 
and geophysical studies have associated faults within the NMSZ with large-magnitude 
historical earthquakes that occurred during 1811 to 1812 (see Section 2.1.5.2.1 of this 
Appendix for a discussion of new data).  Paleoliquefaction studies provide evidence that 
large-magnitude earthquakes have occurred on these faults more frequently than the 
seismicity rates specified in the EPRI-SOG source characterizations.   

The EPRI-SOG source characterizations, as they stand, adequately address the uncertainty 
related to location, magnitude, and frequency of earthquakes that may occur on other 
potential seismic sources in the region of the NMSZ, such as recently identified active faults 
along the northern and southern rift margins (see Table 2.1-3 of this Appendix).  Updating 
the EPRI-SOG seismic source evaluations for this study, therefore, focuses on the 
characterization of characteristic large-magnitude events along the central fault system.  The 
key source parameters are discussed in the following sections.  The logic tree used to 
represent the uncertainty in the seismic source characterization model for the NMSZ 
characteristic fault is shown on Figure 4.1-1. 

4.1.1.1 Fault Source Geometry  
Three fault sources are included in the updated characterization of the central fault system 
of the NMSZ:  (1) the New Madrid South (NS) fault; (2) the New Madrid North fault (NN) 
and (3) the Reelfoot fault (RF).  The first two levels of the logic tree for these sources address 
the uncertainty in the research community regarding the location and extent of the causative 
faults that ruptured during the 1811 to 1812 earthquake sequence.  This uncertainty is 
represented by alternative geometries for the NN and NS faults.  These alternative 
geometries affect the distance from characteristic earthquake ruptures to the EGC ESP Site. 
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The locations of the faults that make up the New Madrid characteristic earthquake sources 
are shown on Figure 4.1-2.  For the New Madrid South fault source, two alternatives are 
considered, as described by Johnston and Schweig (1996):  (1) the BA/BL (Blytheville 
arch/Bootheel lineament); and (2) the BA/BFZ (Blytheville arch/Blytheville fault zone) 
(also see Figure 2.1-22).  Although modern seismicity is occurring primarily along the BFZ, 
Johnston and Schweig (1996) present arguments suggesting that the BA/BL is the most 
likely location for the main NM1(D1) event and that major NM1(D1) aftershocks occurred 
on the BFZ (the northeast extension of the Cottonwood Grove fault).  (A description of the 
1811-1812 earthquake sequence and its relationship to the identified faults is given in 
Section 2.1.5.2.1 of this Appendix).  Therefore, slightly greater weight is given to BA/BL 
[0.6] (total length of 132 km [80 miles]) versus BA/BFZ [0.4] (total length of 115 km [69 
miles]).

Two alternative total lengths are considered for the New Madrid North fault source.  The 
first, which is given the highest weight [0.7], allows for rupture of the 60-km (36-mile) fault 
segment (NN, Figure 4.1-2) as defined by Johnston and Schweig (1996).  Cramer (2001) uses 
a similar value (59 km) (35.4 mile) as the length of his northeast arm.  Concentrated, first-
order seismicity defines the segment as ~40 km (24 miles) long.  Johnston (1996), in 
modeling the source fault for the NM2 (J1) earthquake, extends the fault to the epicentral 
region of the 1895 Charleston, Missouri, earthquake (M 6.0-6.6), for a total length of 65 km 
(39 miles).  An alternative total length of 97 km (58 miles) allows for the fault to extend 
north to include second-order seismicity trends noted by Wheeler (1997) (Figure 2.1-24). 
Wheeler et al. (1997) and other researchers argue for a structural northern boundary to the 
rift in this region (Table 2.1-3).  The northern extension (NNE, Figure 4.1-2) is not as well 
defined by seismicity as is the NN segment.  Also the recurrence interval of large magnitude 
earthquakes in the northern Mississippi embayment appears significantly longer than the 
recurrence interval for NMSZ earthquakes based on paleoliquefaction studies.  Van Arsdale 
and Johnston (1999) cite as evidence of a long recurrence interval (on the order of 10,000s of 
years) the sparse seismicity, the lack of Holocene fault offsets in the Fluorspar Area fault 
complex along trend to the north, the presence of only minor Quaternary faulting, and the 
lack of discernable offset of the margins of Sikeston Ridge where it meets the NN.  Given 
these observations, the longer (97 km [58 miles]) fault length that includes the NN and NNE 
is given less weight [0.3]. 

Johnston and Schweig (1996) conclude from historical accounts that the NM3 (F1) event 
occurred on the Reelfoot fault (Figure 2.1-22).  Johnston and Schweig (1996) identify three 
possible segments of the Reelfoot fault, a central 32-km (19 miles) long reverse fault defined 
by the Reelfoot fault scarp between the two northeast-trending strike-slip faults, a 35-km (21 
miles) long segment (RS) that extends to the southeast, and a 40-km (24 miles) long segment 
west of the New Madrid north fault (Figure 2.1-22).  Seismicity and geomorphic data 
indicate that the southeast segment is slightly shorter (25 to 28 km) (15 to 17 miles) than 
indicated by Johnston and Schweig (Van Arsdale et al., 1999; Mueller and Pujol, 2001).  
Cramer (2001) uses a total length of 60 km (36 miles) for the Reelfoot fault.  The alternative 
fault rupture scenarios of Johnston and Schweig (1996) include rupture of a 40-km (24 
miles)-long northwest fault segment.  Cramer (2001) assigns a length of 33 km (20 miles) to 
this segment, which he refers to as the west arm.  Mueller and Pujol (2001) note that this 
westerly arm is imaged as a vertical fault that terminates the Reelfoot blind thrust.  They 
interpret the westerly arm as a left-lateral strike-slip fault kinematically linked to the 
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Reelfoot blind thrust.  Bakun and Hopper (2003, in press) suggest an epicenter location at 
the northern end of the RS segment and note that displacements and estimates of M for the 
February 7, 1812, earthquake are consistent with rupture across the entire Reelfoot blind 
thrust (including segments NW, RF, and RS). These alternatives do not affect the closest 
distance from the Reelfoot thrust to the EGC ESP Site and thus are not included as 
alternatives in the seismic hazard model.  The RF fault as modeled for this study includes 
the NW, RF, and RS segments as defined in Cramer (2001). 

4.1.1.2 Characteristic Earthquake Magnitude 
The next level of the logic tree addresses the magnitude for the characteristic earthquakes on 
the three New Madrid fault sources.  Table 4.1-1 illustrates the significant differences in 
estimated magnitudes for the largest historical earthquakes (1811-12) in the NMSZ (see also 
discussion in Section 2.1.5.2.1 of this Appendix).  Hough et al. (2000) and Bakun and Hopper 
(2003, in press) discuss factors that may contribute to the uncertainty in magnitude 
estimates.  The factors generally are considered to be (1) the lack of instrumental data; 
(2) the paucity of intensity assignments, especially to the west, and the sparse, sometimes 
inconsistent, felt assignments to the east; (3) the subjective nature of interpretation of felt 
reports and contouring of MMI data, especially with sparse and/or old reports; (4) the lack 
of large recent earthquakes in the eastern United States to calibrate the intensity attenuation 
relation; and (5) the potential bias in intensity assignments introduced by site response.    

For this study, probability distributions for characteristic earthquake magnitudes are 
assigned to each of the major faults within the central NMSZ.  Magnitude estimates are 
weighted based on consideration of the published values estimated from intensity data 
(Table 4.1-1) and the magnitude-from-rupture-area estimates for individual fault segments 
as outlined by Cramer (2001) (Table 2.1-4).  The probability distribution for the characteristic 
magnitude assigned to the New Madrid south (NS) fault is: M 7.3 (0.4), M 7.7 (0.5), and M
8.1 (0.1). The highest value (M 8.1) represents the preferred value of Johnston (1996) for the 
NM1 event based on isoseismal areas and a common attenuation relationship developed for 
a worldwide database of all stable continental regions.  The lowest value (M 7.3) reflects the 
estimate of Hough et al. (2000) after adjusting intensities for site amplification.  This value 
also agrees with the preferred M estimated for this event by Bakun and Hopper (2003, in 
press).  The intermediate value of M 7.7 generally reflects the weighted average of the 
current range of opinion on the magnitude of the largest events of the 1811 to 1812 sequence 
(Frankel et al., 2002).  Frankel et al. (2002) also note the general similarity in the isoseismals 
with distance between the 2001 Bhuj, India, earthquake (measured M 7.6 to 7.7) and those of 
the December 16, 1811, New Madrid event, although they caution that there may be 
differing rates of attenuation of intensities for the eastern United States and India.   

The probability distribution for the characteristic magnitude assigned to the New Madrid 
North (NN) fault is primarily based on estimates of the magnitude of the NM2 event.  The 
following values are used in this study: M 7.0 (0.45), M 7.4 (0.45), and M 7.8  (0.1).  The high 
and low values reflect estimates of Johnston (1996) and of Hough et al. (2000), respectively.  
The location of the NM2 event is generally acknowledged to be the least well known of the 
three 1811 to 1812 earthquakes.  The intermediate value captures the upper range estimated 
by Bakun and Hopper (2003, in press).  The lower magnitude values are judged to be more 
consistent with the magnitude-from-rupture-area estimates based on the preferred total 



SSAR FOR THE EGC EARLY SITE PERMIT APPENDIX B – SEISMIC HAZARDS REPORT FOR THE EGC EARLY SITE PERMIT 

DEL-096-REV0 B-4-5

fault length (60 km) and downdip width of ~15 to 20 km (9-12 miles) and, therefore, are 
given higher weight than the highest value estimated from intensity data.   

The probability distribution for the characteristic magnitude assigned to the Reelfoot fault 
(RF) encompasses the range of published estimates for the NM3 event.  In addition, 
consideration is given to estimates based on the constraints for the geometry and extent of 
the Reelfoot fault (i.e., Mueller and Pujol, 2001; Cramer, 2001).  The following distribution is 
assigned to this fault:  M 7.2 (0.2), M 7.4 (0.4), M 7.6 (0.3), and M 8.0 (0.1).  The lowest value 
is based on the estimated moment and magnitude presented by Mueller and Pujol (2001) 
that uses fault geometry, slip rate, and displacement data from seismicity, geomorphic, and 
trench data.  The M 7.4 and the M 8.0 values reflect magnitudes estimated from isoseismals 
of this event as given by Hough et al. (2000) and Johnston (1996), respectively.  The M 7.4 
value also represents the preferred value of Bakun and Hopper (2003, in press).  The M 7.6 
value is consistent with the higher value-estimated from the magnitude-from-rupture-area 
for the Reelfoot fault based on a length of 60 km (36 miles) and an intermediate estimate of 
19 km (11.4 miles) for the thickness of seismogenic crust (Table 2.1-4 of this Appendix). The 
M 7.6 value is slightly less than the weighted average value assigned to the largest of the 
New Madrid 1811 to 1812 events by experts in the research community (Frankel et al., 2002).  
The M 7.4 and M 7.6 values, however, are more consistent with the magnitude-from-
rupture-area (Table 2.1-4) and moment magnitude estimates based on paleoseismic 
trenching and geomorphic analysis (Mueller and Pujol, 2001).  Therefore, these estimates 
have been given the higher weights in this study. 

As discussed in the following section, the present interpretation of the paleoearthquake data 
is that the two prehistoric earthquake ruptures that occurred before the 1811 to 1812 
sequence also consisted of multiple, large-magnitude earthquakes.  Therefore, for this 
assessment, the “characteristic” event is considered to be rupture of multiple (two to three) 
of the fault sources shown on Figure 4.1.2. Furthermore, the arguments for the high versus 
low magnitude assessments for the individual faults are considered to be highly correlated.  
Therefore, five alternative sets of characteristic ruptures were produced from the 
distributions developed above for each fault, as shown in the logic tree on Figure 4.1-1 and 
given in Table 4.1-2. 

The magnitudes listed in Table 4.1-2 are considered to represent the size of the expected 
characteristic earthquake rupture for each fault within the NMSZ.  Following the 
development of the characteristic earthquake recurrence model by Youngs and 
Coppersmith (1985), as modified by Youngs et al. (1988), the size of the next characteristic 
earthquake is assumed to vary randomly about the expected value following a uniform 
distribution over the range of ¼ magnitude unit.  This range represents the aleatory 
variability in the size of individual characteristic earthquakes.  For example, given that the 
expected magnitude for the characteristic earthquake on the NS fault source is M 7.8, the 
magnitude for the next characteristic earthquake is uniformly distributed between M 7.55 
and M 8.05. 

4.1.1.3 Characteristic Earthquake Recurrence 
The best constraints on recurrence of characteristic NMSZ events derive from 
paleoliquefaction studies throughout the New Madrid region and paleoseismic 
investigations of the Reelfoot fault scarp and associated fold (see Section 2.1.5.2.1).  Age 
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constraints for these events are given in Table 2.1-5 of this Appendix.  Based on studies of 
hundreds of earthquake-induced paleoliquefaction features at more than 250 sites, Tuttle et 
al. (2002) conclude that: (1) the fault system responsible New Madrid seismicity generated 
temporally clustered, very large earthquakes in AD 900 100 and AD 1450 150 years as well 
as in 1811 to 1812; (2) given uncertainties in dating liquefaction features, the time between 
the past three events may be as short as 200 years or as long as 800 years, with an average of 
500 years; and (3) prehistoric sand blows probably are compound structures, resulting from 
multiple earthquakes closely clustered in time (i.e., earthquake sequences).

Cramer (2001) obtained a 498-year mean recurrence interval for New Madrid characteristic 
earthquakes based on a Monte Carlo sampling of 1,000 recurrence intervals and using the 
Tuttle and Schweig (2000) uncertainties as a range of permissible dates (  two standard 
deviations) (i.e., AD 900 100 and AD 1450 135).  The resulting 68-percent confidence 
interval for the mean recurrence interval was 267 to 725 years, and the 95-percent confidence 
interval was 162 to 1196 years (ranges for one and two standard deviations, respectively). 

The uncertainty estimates from Tuttle and Schweig (2000) used by Cramer (2001) represent 
nominal uncertainties for the date of each earthquake.  These estimates are based in a 
general way on the constraints imposed by dates of individual samples (wood, charcoal, 
etc.) taken from the soil deposits above or below individual liquefaction features.  For this 
study, we have used the data in Table 2.1-5 of this Appendix to develop a more quantitative 
assessment of the uncertainty in the dates for prehistoric New Madrid earthquakes.  
Attachment 2 to this Appendix presents an analysis in which the individual sample age date 
uncertainties are used in a Monte Carlo simulation of constraints on the possible dates for 
the prehistoric earthquakes.  The time intervals between these simulated dates were then fit 
with two recurrence models, a Poissonian model and a renewal model in which the time 
between earthquakes was fit with a lognormal distribution.  For the lognormal distribution, 
the standard deviation was constrained to values obtained for larger data sets by the 
Working Group on California Earthquake Probabilities (Working Group, 2003).  Figure 4.1-3 
shows the resulting distributions for the average time between earthquakes.  Also shown on 
Figure 4.1-3 is a distribution for the average time between earthquakes obtained by 
repeating the analysis performed by Cramer (2001).  The results obtained in this study for a 
lognormal distribution with a standard deviation of 0.5 are very similar to those obtained 
repeating the analysis performed by Cramer (2001). 

Table B-2-2 in Attachment 2 of this Appendix lists the discrete distribution for equivalent 
annual frequency for characteristic New Madrid earthquakes obtained using the various 
recurrence models analyzed.  As described in Attachment 2, these equivalent rates produce 
the appropriate probability of occurrence for the next 50-year time period.  These rates are 
used in the PSHA formulation to allow direct addition of the hazard from the New Madrid 
characteristic earthquakes to the hazard from all of the other sources.  The distributions for 
the equivalent annual frequency of New Madrid characteristic earthquake sequences are 
also shown on the far right set of branches of the New Madrid source logic (Figure 4.1-1). 

Two alternative recurrence models are used to represent the occurrence of characteristic 
New Madrid earthquakes, the Poissonian model and a renewal model.  The Poissonian 
model is the standard assumption used for earthquake occurrence in PSHA, whereas a 
renewal time model is more representative of the physics of stress buildup and release on a 
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fault with repeating characteristic earthquakes.  For this study the two modeling approaches 
are given equal weight.  The renewal model is considered more appropriate on a physical 
basis, but has not been used to any significant extent in PHSA in the CEUS.  Equal weights 
represent maximum uncertainty as to which is the more appropriate model.  In applying the 
renewal model, the three-point discrete distribution for the standard deviation developed 
by the Working Group (2003) was used (see Attachment 2 to this Appendix). 

The paleoliquefaction data gathered in the New Madrid region indicates that the prehistoric 
earthquakes have occurred in sequences closely spaced in time that are similar to the 1811-
1812 sequence.  Figure 4.1-4, taken from Tuttle et al. (2002), shows the estimated earthquake 
sizes and event locations for the 1811-1812 sequence and the two previous sequences.  These 
data indicate that the RF has ruptured in all three sequences, but the NN and NS sources 
may not have produced large earthquakes in all three sequences.  These observations were 
used to set the relative frequency of event sequences on the central New Madrid fault 
sources.  The model used consists of: ruptures of all three sources NN, RF, and NS one third 
of the time, rupture of NN and RF one third of the time, and rupture of NS and RF one third 
of the time.  The computation of the hazard from the earthquake sequence uses the 
formulation outlined in Toro and Silva (2001).  The frequency of exceedance, (z), from the 
characteristic earthquake sequence is given by the expression: 

i
isequencesticcharacteri zZPz )(11)(    (Eq. 4-1) 

where characteristic is the equivalent annual frequency of event clusters and Pi(Z>z) is the 
probability that earthquake i in the sequence produces ground motions in excess of level z.

4.1.2 Maximum Magnitude Probability Distribution for the Wabash Valley-
Southern Illinois Source Zones 

The updated maximum magnitude distribution for the Wabash Valley-Southern Illinois 
source zone is based on recent analysis of paleoliquefaction features in the vicinity of the 
lower Wabash Valley of southern Illinois and Indiana (see Attachment 1 to this Appendix).  
The magnitude of the largest paleoearthquake in the lower Wabash Valley (the Vincennes-
Bridgeport earthquake), which occurred 6,011  200 yr BP, was estimated to be M 7.5 
using the magnitude-bound method (Obermeier, 1998).  Use of a more recently developed 
magnitude-bound curve for the CEUS based on a value of M ~7.6-7.7 for the largest of the 
1811-1812 New Madrid earthquakes (reduced from the higher M 8 used in the older curve) 
(Olson et al., 2003) and a distance of 89 km (Obermeier et al., 1993) gives a lower estimate of 
M 7.2 to 7.3.  Estimates based on a suite of approaches (magnitude–bound, cyclic stress, and 
energy-stress methods) range from M 7.5 to 7.8 (summarized in Obermeier et al., 1993).  The 
highest value of M 7.8 is based on geotechnical studies using the energy-acceleration 
method (Pond and Martin, 1997).  A re-analysis of this earthquake has been done by R. 
Green, S. Olson, and S. Obermeier using more recent ground motion attenuation 
relationships for the central United States (Somerville et al., 2001; Campbell, 2001; Atkinson 
and Boore, 1995; and Toro et al., 1997); review of approximately 50 boring logs presented by 
Pond to select appropriate SPT values for the re-analysis; and using the most recent 
magnitude scaling factors, suggested by Youd and Idriss (S. Obermeier, written 
communication, 10 January 2003).  Using the cyclic stress method, the best estimate of the 
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magnitude for the Vincennes-Bridgeport earthquake based on all these solutions ranges 
from M 7+ to 7.5.  The energy-based solution developed by Green (2001) that circumvents 
the use of the magnitude scaling factor, which is a large questionable factor in the use of the 
cyclic stress method in the central United States, gives a value of M~7.5 for each of the four 
newer ground motion attenuation relationships. 

The next largest earthquake occurred 12,000  1,000 yr BP (Hajic et al., 1995; Munson et al., 
1997; and Obermeier, 1998).  This earthquake is estimated to be an M 7.1 to 7.2 by Munson et 
al., (1997) or M 7.3 by Pond and Martin (1997).  Both of these earthquakes were in proximity 
to one another and took place in the general vicinity of the most numerous and strongest 
historic earthquakes (M 4 to 5.5) in the lower Wabash Valley of Indiana-Illinois (Obermeier, 
1998).  

Based on these interpretations of the size of the prehistoric earthquakes, the following 
maximum magnitude probability distribution is used in the updated PSHA to capture the 
range in uncertainty in the magnitude of the largest prehistoric earthquakes in the lower 
Wabash Valley region: M 7.0 (0.1), M 7.3 (0.4); M 7.5 (0.4); M 7.8 (0.1).  The highest weight is 
given to the range from M 7.3 to 7.5 where most of the magnitude estimates lie. 

4.1.3 Maximum Magnitude Probability Distribution for Central Illinois Basin-
Background Source  

Evidence from recent paleoliquefaction studies and seismic-reflection data suggests that 
significant earthquakes may occur in parts of the Illinois basin where there are no obvious 
surface faults or folds.  As described in Section 2.1.5.2.3 and Attachment 1 to this Appendix, 
paleoliquefaction evidence suggests that moderate-magnitude events may have occurred in 
central Illinois (e.g., the postulated M 6.2 to 6.8 Springfield earthquake) that are significantly 
larger than the historical earthquakes of the region.  The location, size, and recurrence of 
such events are not well constrained by available data.  Field reconnaissance conducted for 
this study (Attachment 1 to this Appendix) also identified latest Pleistocene to Holocene 
paleoliquefaction features within 11.5 to 29 miles of the EGC ESP Site.   

The study of earthquakes in stable continental regions conducted by EPRI (Johnston et al., 
1994) specifically addresses the problem of defining a maximum magnitude for regions that 
are characterized by the rare occurrence of maximum earthquakes and the lack of 
recognized surface expression or well-defined seismicity patterns associated with seismic 
sources, typical conditions over much of the CEUS.  The 1994 EPRI study (Johnston et al., 
1994) developed worldwide databases that could be used to develop scientifically 
supportable assessments of maximum earthquake magnitude for seismic sources in the 
CEUS.

Johnston et al. (1994) recommend a Bayesian approach to assessing maximum magnitude 
that is based on a prior distribution of maximum magnitude derived from the statistical 
analysis of the global database.  The prior distribution is updated with information (the 
sample likelihood function for maximum magnitude) specific to the seismic source of 
interest.  The final product is a probabilistic distribution of maximum magnitude that 
incorporates uncertainties in the assessment.  
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Based on general crustal type, Johnston et al. (1994) developed two prior distributions of 
maximum magnitude, one for extended crust and one for non-extended crust.  Because the 
central Illinois basin and surrounding background sources lie in the stable craton of North 
America, the non-extended crust prior distribution is used for this assessment.  For non-
extended crust, the bias-adjusted estimate for the mean maximum magnitude is M 6.3, with 
a standard error of 0.5.  This prior distribution (normal with mean 6.3 and  0.5) is shown at 
the top of Figure 4.1-5. 

The likelihood function is based on the observed number of earthquakes larger than M 4.5. 
Paleoliquefaction evidence suggests that one or more moderate-size events may have 
occurred in the central Illinois basin, but there is considerable uncertainty in the size and 
location of these prehistoric earthquakes.  The paleoliquefaction evidence suggests two 
events in the Springfield region and possibly another as well as in the Farmer City area 
(Attachment 1 to this Appendix).  An additional event may be recorded along the Mackinaw 
River to the north.  The limited data that constrain the location, timing, and tectonic origin 
of these events (particularly the latter event) allow for the possibility of two to as many as 
five earthquakes in central Illinois in latest Pleistocene to Holocene time.  As discussed in 
Attachment 1 of this Appendix, some of the features may be related to nontectonic processes 
(glaciotectonic) and all the paleoliquefaction features observed in central Illinois could be 
related to more distant earthquakes originating in the Wabash Valley-southern Illinois 
source zone(s). 

The following distribution is used to represent the uncertainty in the number and size of 
large earthquakes known to have occurred in the central Illinois basin: one small prehistoric 
event (0.05) (the Springfield liquefaction features represent the effects of a distant 
earthquake and to combined liquefaction evidence suggests only a small-to-moderate sized 
earthquake), only the larger Springfield event has occurred (0.1), the Springfield and one 
other prehistoric event have occurred (0.4), the Springfield and two other prehistoric events 
have occurred (0.3), the Springfield and three other prehistoric events have occurred (0.1), 
and the Springfield and four other prehistoric events have occurred (0.05).  If the Springfield 
liquefaction features are considered to be the effects of a distant earthquake (0.05 weight), 
then the largest prehistoric earthquake is assumed to be on the order of M 5.5 because of the 
very limited extent of the liquefaction features associated with other prehistoric events.  If 
the Springfield liquefaction features are considered to be the result of a local prehistoric 
earthquake (0.95 weight), then it would represent the largest event known to have occurred 
in the region.  McNulty and Obermeier (1999) estimate the magnitude of the second event in 
the Springfield area to have been a minimum of M 5.5.  The magnitude of an earthquake 
that could have caused liquefaction features near Farmer City is more uncertain; the size of 
the older event is not well constrained because of the limited extent of deposits of sufficient 
age to record the event.  The younger event recorded near Farmer City may be related to the 
Springfield events or to more distant Wabash Valley events, or alternatively may be related 
to a more local, smaller-magnitude event at or above the threshold for paleoliquefaction in 
moderately susceptible deposits (~ M 5.2 to 5.5).  Therefore, the Springfield event is 
considered to be the largest event for which there is evidence in central Illinois.  Given the 
uncertainty in the size of this event, a range of values for the maximum observed magnitude 
is considered: M 6.2 (0.4), M 6.4 (0.3), M 6.6 (0.2), and M 6.8 (0.1).  Based on the observation 
of McNulty and Obermeier (1999) that the water table may have been higher during this 
event and that the deposits would therefore have been more susceptible to liquefaction at 
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lower levels of ground shaking, the lower magnitude values are given more weight.  In 
addition, there has been one historic earthquake of magnitude M 4.5 adding to the total 
number of events.  Sample likelihood functions were computed for each assessment of the 
number of earthquakes of magnitude M 4.5 and the magnitude of the largest event.  The 
weighted combination of these likelihood functions is shown in the second panel from the 
top of Figure 4.1-5. 

The posterior distribution for maximum magnitude is obtained by multiplying the prior 
distribution with the weighted sample likelihood function.  The resulting posterior 
distribution is shown in the second panel from the bottom of Figure 4.1-5.  The continuous 
posterior distribution is discretized for input into the PSHA, as shown at the bottom panel 
of Figure 4.1-5.

4.1.4 Ground Motion Assessment 
The updated PSHA was conducted using the representation of CEUS ground motions 
developed by EPRI (2003).  Figure 4.1-6 shows the logic tree structure defined by EPRI 
(2003) to represent the uncertainty in the median ground motion relationship and in the 
aleatory variability about the median (standard deviation in the log of ground motion 
amplitude).  As described in Section 2.2.2 of this Appendix, the EPRI (2003) ground motion 
model defines four alternative sets of median ground motion models (termed model 
clusters) to represent the alternative modeling approaches.  Three of these ground motion 
clusters are appropriate for use in assessing the hazard from moderate-sized local 
earthquakes occurring randomly in source zones and all four are to be used for assessing the 
hazard from large-magnitude distant earthquakes.  The first level of the logic tree shown on 
Figure 4.1-6 shows the weights assigned to the three median cluster models appropriate for 
local sources.  The second level addresses the appropriate ground motion cluster median 
model to use for distant, large magnitude earthquake sources.  For the EGC ESP Site, these 
sources are the Wabash Valley-southern Illinois sources and the New Madrid sources (both 
those defined in the EPRI-SOG model and the characteristic New Madrid sources added for 
this analysis).  Two alternatives are given, either use of the cluster model used for the local 
sources or use of the Cluster 4 model.  The effect of this logic structure on the PSHA is as 
follows.  Following the branch for Cluster 1 at the first node, two options are available.  The 
first is to also use the Cluster 1 model for the distant, large magnitude sources.  The second 
option is to use Cluster 1 for only the local sources and use Cluster 4 for the distant, large 
magnitude sources.  This same logic is repeated for the branches for Clusters 2 and 3.  The 
non-rift Cluster 4 model was used for the Wabash Valley-southern Illinois sources and the 
rift Cluster 4 model was used for the New Madrid sources. 

The third level of the logic tree addresses the uncertainty in the median attenuation 
relationship for each ground motion cluster.  This uncertainty is modeled by a three-point 
discrete distribution with ground motion relationships for the 5th, 50th, and 95th percentiles 
of the epistemic uncertainty in the median attenuation relationship for each ground motion 
cluster, as illustrated on Figure 4.1-6. 

The fourth level of the ground motion logic tree addresses the uncertainty in the model for 
the aleatory variability in ground motions about the median attenuation relationship.  EPRI 
(1993) represented the uncertainty in the aleatory variability by four alternative models with 
the weights shown on Figure 4.1-6. 
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The last level of the ground motion logic tree addresses the relationship between body wave 
magnitude, mb, and moment magnitude, M.  This conversion is required because the 
ground motion models are defined in terms of M, whereas the EPRI-SOG recurrence rates 
are defined in terms of mb.  Conversion between mb and M was handled in the following 
manner.

The PSHA formulation used in this study for computing the frequency of exceeding a 
specified ground motion level, (z), can be written as: 

um

m
dmdrrmzZPmrfmfmz

0 0
0 ),()()()()(   (Eq. 4-2) 

where (m0) is the frequency of earthquakes above a minimum magnitude of interest, m0;
f(m) is the probability density for earthquake magnitude between m0 and the maximum 
magnitude that can occur, mu; f(m r) is the probability density function for distance between 
the site and the earthquake, which may depend on the earthquake magnitude; and 

),( rmzZP  is the conditional probability of exceeding ground motion level z given the 
occurrence of an earthquake of magnitude m, at a distance r from the site.  Equation 4-2 is 
applied source by source and the results summed over all sources to produce the total 
hazard.

The frequency of earthquakes, (m0) and the probability density function f(m) are obtained 
from the EPRI-SOG source parameters defined in terms of mb.  The conditional probability 
of exceedance, ),( rmzZP , for a specified value of mb is obtained by first converting the mb

into moment magnitude, M, then using one of the EPRI (2003) ground motion models to 
obtain the median and standard deviation of the ground motion measure Z.  In order to 
incorporate the uncertainty in the mb-M conversion, three alternative relationships between 
mb and M were used in the PSHA.  These relationships are compared on Figure 4.1-7.  These 
three relationships are commonly used in converting between mb and M for ground motion 
estimation.  The three relationships were given equal weight in the PSHA.  In addition, the 
maximum-magnitude distributions defined above in terms of M were converted to mb for 
use in Equation 4-2 as the upper bound magnitude mu.  This conversion also was performed 
using the relationships shown on Figure 4.1-7.  The two conversions were assumed to be 
perfectly correlated—that is, when the Atkinson and Boore (1995) relationship is used to 
convert mb to M for obtaining the median and standard deviation of the ground motion 
measure, its inverse is used to convert maximum magnitudes defined in terms of M into mb.

The ground motion attenuation relationships presented in EPRI (2003) define distance to the 
earthquake source in terms of either closest distance to the rupture plane or closest distance 
to the surface projection of the rupture plane (Joyner-Boore distance).  In contrast, the EPRI-
SOG seismic source models treat the earthquake ruptures as points in performing the 
integration over distance in Equation 4-2.  However, EPRI (2003) provides a set of 
relationships to convert point-source distance to equivalent Joyner-Boore or rupture 
distance under the assumption that the orientation of the earthquake rupture (the strike of 
the fault) is uniformly distributed in azimuth between 0 and 360 degrees.  These distance 
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adjustments were used in the updated PSHA for the EPRI-SOG sources.  The EPRI (2003) 
adjustment factors for the random placement of the rupture on the point source location 
were used because this model imposes the minimum additional information on the EPRI-
SOG source interpretations.  The EPRI (2003) point-source adjustments include both an 
adjustment from point-source distance to expected closest or Joyner-Boore distance and an 
additional component of aleatory variability to account for the variability in rupture (or 
Joyner-Boore) distance for a given point-source distance. 

4.1.5 PSHA Results 
The PSHA update was conducted by combining the hazard from EPRI-SOG seismic sources 
(with updated maximum magnitude distributions as described above) with the hazard from 
the New Madrid characteristic earthquake sources.  As discussed in Section 4.1.4, the hazard 
calculations were performed in terms of mb magnitudes.  Accordingly, the size of the 
characteristic New Madrid earthquakes was converted from moment magnitude M into mb

using the alternative three mb-M relationships shown on Figure 4.1-7 in the same fashion as 
the updated maximum magnitudes for EPRI-SOG sources.  In addition, the aleatory 
variability of 0.25 magnitude unit (moment magnitude) in the size of the individual 
characteristic events was transformed into 0.2 magnitude unit in terms of mb.  Earthquakes 
occurring within the EPRI-SOG sources were treated as point sources, consistent with the 
EPRI-SOG analysis, and the distance adjustment and additional aleatory variability factors 
discussed in Section 4.1.4 were applied.  Characteristic earthquakes on the central New 
Madrid faults were assumed to rupture the entire fault, and the closest approach of the fault 
to the EGC ESP Site was used as the distance to rupture.  The distance adjustment factors of 
the EPRI (2003) models were not applied in calculating the hazard from the characteristic 
earthquake New Madrid sources because the fault ruptures were specifically defined for 
these sources.  As discussed in Section 4.1.1.3, characteristic earthquakes occurring on the 
central New Madrid faults were treated as clustered events using Equation 4-1. 

Figure 4.1-8 shows the hazard results for peak acceleration and 5-Hz and 1-Hz spectral 
acceleration.  Shown are the mean hazard curves and the 5th, 15th, 50th-(median), 85th-, and 
95th fractile hazard curves.  For peak ground acceleration, the width of the uncertainty 
distribution for the high frequency hazard is comparable to that obtained in the EPRI-SOG 
study (Figure 3.2-1).  For 1-Hz spectral acceleration, the uncertainty distribution from the 
updated PSHA is narrower than that obtained in the EPRI-SOG study, primarily because of 
the change in the ground motion attenuation models. 

Figures 4.1-9a and 4.1-9b show the relative contributions of the main sources to the median 
and mean hazard, respectively.  At low ground motion levels, the distant Wabash Valley 
and New Madrid characteristic earthquakes produce the highest hazard.  As ground motion 
level increases, the local central Illinois source becomes the dominant contributor to hazard 
for high-frequency ground motions.  For low-frequency ground motions, the characteristic 
New Madrid earthquakes and the Wabash Valley sources are the main contributors to 
hazard at nearly all ground motion levels. 

Figures 4.1-10a and 4.1-10b show the effect of using the alternative mb to M conversion 
relationships (Figure 4.1-7) on the computed median and mean hazard, respectively.  
Similar estimates of seismic hazard are obtained using each of the relationships. 



SSAR FOR THE EGC EARLY SITE PERMIT APPENDIX B – SEISMIC HAZARDS REPORT FOR THE EGC EARLY SITE PERMIT 

DEL-096-REV0 B-4-13

Figures 4.1-11a through 4.1-13b show the effects of the alternative components of the EPRI  
(2003) CEUS ground motion model on the hazard.  Figures 4.1-11a and 4.1-11b show the 
effect of the alternative ground motion cluster models on the median and mean hazard, 
respectively.  (Note that the results labeled Cluster 4 were computed using the Cluster 4 
model for all sources for the purpose of this sensitivity test only.  This causes the high-
frequency hazard results for Cluster 4 to fall below the 5th-fractile hazard curves, which was 
computed without using the Cluster 4 model for local sources.)  In general, use of the 
Cluster 3 ground motion model produces the highest hazard.  Figures 4.1-12a and 4.1-12b 
show the effect of the epistemic uncertainty in the median ground motion models for each 
cluster on the median and mean hazard, respectively.  The uncertainty in the hazard is 
somewhat greater for low-frequency motions than for high frequency motions, reflecting 
greater uncertainty in the median low-frequency ground motion models.  Figures 4.1-13a 
and 4.1-13b show the effect of the alternative models for aleatory variability on the median 
and mean hazard, respectively.  Aleatory model 1 produces the lowest hazard and aleatory 
model 4 the highest.  Aleatory model 1 is the closest to the aleatory model used in the EPRI-
SOG study. 

Figures 4.1-14a through 4.1-16b show the effects of alternative models of New Madrid 
characteristic earthquakes on the hazard from just that source.  Figures 4.1-14a and 4.1-14b 
show the effects of alternative fault end points and geometries for the fault sources on the 
median and mean hazard, respectively.  The alternative geometries have only a slight effect 
on hazard because they produce only minor changes in the distance from the faults to the 
EGC ESP Site.  Figures 4.1-15a and 4.1-15b show the effect of alternative estimates of the size 
of the characteristic earthquakes on the median and mean hazard, respectively.  The 
alternative estimates lead to significant differences in the hazard from the characteristic 
New Madrid earthquakes because of the significant increase in ground motion amplitude 
produced by the ~3/4 unit increase in the magnitude of the characteristic earthquakes.  
Figures 4.1-16a and 4.1-16b show the effect of the alternative recurrence models on the 
median and mean hazard, respectively.  The Poisson model produces slightly higher hazard 
because it leads to a slightly higher estimate of the equivalent annual frequency of 
characteristic earthquake sequences. 

Figures 4.1-17a and 4.1-17b show the effect of the range in assessed maximum magnitude 
for the Wabash Valley–southern Illinois sources on the median and mean hazard, 
respectively, from just those sources.  The uncertainty in maximum magnitude is a 
significant contributor to the uncertainty in the hazard from these sources. 

Figures 4.1-18a and 4.1-18b show the effect of the range in assessed maximum magnitude 
for the central Illinois basin-background sources on the median and mean hazard, 
respectively, from just those sources.  The uncertainty in maximum magnitude is a 
significant contributor to the uncertainty in the hazard for high frequency ground motions 
from these sources and a major contributor to the uncertainty in the hazard for low 
frequency ground motions. 

4.1.6 Uniform Hazard Spectra for Rock and Identification of Controlling 
Earthquakes

PSHA calculations were performed for peak ground acceleration and spectral acceleration at 
frequencies of 25, 10, 5, 2.5, 1, and 0.5 Hz (spectral periods of 0.04, 0.1, 0.2, 0.4, 1.0, and 2.0 
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seconds, respectively).  Figure 4.1-19 shows the uniform hazard spectra for rock site 
conditions developed from these results using the ground motion levels for each spectral 
frequency corresponding to the mean 10-4 and 10-5 annual frequency of exceedance.  Peak 
ground acceleration is plotted at a frequency of 100 Hz (a period of 0.01 second). 

The magnitude and distance for earthquakes controlling the hazard were identified 
following the procedure outlined in Appendix C of Regulatory Guide 1.165 (USNRC, 1997).  
Figure 4.1-20 shows the deaggregation of the mean 10-4 hazard.  The top plot shows the 
averaged results for spectral frequencies of 5 and 10 Hz and the bottom plot shows the 
averaged results for frequencies of 1 and 2.5 Hz.  For the high-frequency (HF) (5 and 10 Hz) 
mean 10-4 hazard, three sources can be identified: nearby earthquakes in the magnitude 
range of mb 5 to 6+, corresponding to earthquakes occurring within the local central Illinois 
sources; magnitude mb 6.5 to 7+ earthquakes occurring at distances of approximately 100 to 
200+ km from the site, corresponding to earthquakes occurring in the Wabash Valley-
southern Illinois sources; and magnitude mb 7 to 7.5+ earthquakes occurring between 300 
and 400 km from the site, corresponding to characteristic New Madrid earthquakes.  For the 
low-frequency (LF) (1 and 2.5 Hz) mean 10-4 hazard, the characteristic New Madrid 
earthquakes become the largest contributors with the nearby earthquakes contributing only 
a small amount to the hazard. 

Figure 4.1-21 shows the deaggregation of the mean 10-5 hazard.  For the high-frequency (HF) 
(5 and 10 Hz) mean 10-5 hazard, the nearby mb 5 to 6+ earthquakes have become the major 
contributor to the hazard with small contributions from the Wabash Valley-southern Illinois 
sources and characteristic New Madrid earthquakes.  For the low-frequency (LF) (1 and 2.5 
Hz) mean 10-5 hazard, the characteristic New Madrid earthquakes remain the largest 
contributors to the hazard, but the nearby earthquakes have an increased contribution 
compared to the mean 10-4 hazard (Figure 4.2-20). 

Table 4.1-3 lists the magnitudes and distances for the controlling earthquakes computed for 
the mean 10-4 and mean 10-5 hazard.  The values for the low-frequency hazard are listed 
considering all earthquakes and considering only those earthquakes occurring at distances 
greater than 100 km, consistent with the procedure outlined in Appendix C of Regulatory 
Guide 1.165. 

The general approach for computing the amplification effects of the site soils uses as input 
ground motions appropriate for the HF and LF controlling earthquakes.  Approach 2B for 
site response analyses described in NUREG/CR-6728 (McGuire et al., 2001) further refines 
this by using a range of magnitudes to reflect the distribution of earthquakes contribution to 
the HF and LF hazard.  For the EGC-ESP Site, this distribution is defined based on the three 
distinct sets of sources identified in the deaggregation results.  These “deaggregation 
earthquakes” (DEs) are listed in the right-hand side of Table 4.1-3.  The magnitude and 
distance for each DE was computed by averaging the relative contributions among the 
appropriate magnitude-distance bins shown on Figures 4.1-20 and 4.1-21.  The weights 
assigned to each DE represent the relative contribution of the sum of the appropriate 
magnitude-distance bins to the total hazard. 
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4.2 Site Response Analysis and Development of Soil Surface 
Spectra

Site response analyses were conducted to evaluate the response of local soils following 
approach 2B outlined in NUREG/CR-6728 (McGuire et al., 2001).  The steps involved in this 
approach are: 

1. Characterize the dynamic properties of the subsurface materials 

2. Randomize these properties to represent their uncertainty and variability across the site. 

3. Based on the deaggregation of the rock hazard, define the distribution of magnitudes 
contributing to the controlling earthquakes for high-frequency (HF) and low-frequency 
(LF) ground motions, (these are termed deaggregation earthquakes in McGuire et al., 
2001) and define the response spectra appropriate for each of the deaggregation 
earthquakes.

4. Obtain appropriate rock site time histories to match the response spectra for the 
deaggregation earthquakes. 

5. Compute the mean site amplification function for the HF and LF controlling earthquakes 
based on the weighted average of the amplification functions for the deaggregation 
earthquakes.

6. Scale the response spectra for the controlling earthquakes by the mean amplification 
function to obtain soil surface motions.

7. Envelop these scaled spectra to obtain the soil motions consistent with the rock hazard 
level.

4.2.1 Dynamic Properties of Subsurface Materials 
The soil profile at the EGC ESP Site is described in detail in the EGC ESP Geotechnical 
Report (SSAR, Appendix A).  Surface soils consist of a thin layer of loess.  Underlying this 
soil are interbedded glacial tills and lacustrine deposits of Quaternary age to a depth of 
approximately 300 ft.  These soils are classified primarily as silty clays and clayey silts.  The 
rock encountered at a depth of approximately 300 ft consists of limestone, shale, and 
siltstone of Pennsylvanian age. 

Figure 4.2-1 shows the shear-wave velocity data obtained at the EGC ESP Site.  The data 
consist of one downhole velocity profile to a depth of 310 ft, and two seismic-cone velocity 
profiles to depths of 55 and 76 ft.  The data from the two seismic-cone tests are consistent 
with the downhole velocity data.  Also shown by the dashed line on Figure 4.2-1 is the 
shear-wave velocity profile defined in the CPS Updated Safety Analysis Report (USAR).
These results are also consistent with the velocity data from the EGC ESP Site. 

The solid line on Figure 4.2-1 shows the median shear-wave velocity profile developed to 
represent the EGC ESP site’s Quaternary soils.  The velocity profile was configured to 
capture the major trends in the measured velocity with depth.  The median velocity profile 
was drawn smoothly through small-scale variations in velocity measurements. 
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A set of shear modulus reduction and damping tests were performed on samples taken 
from borings at the EGC ESP Site, as described in the EGC ESP Geotechnical Report (SSAR 
Appendix A).  Figures 4.2-2 through 4.2-6 show the test results compared to the generic 
modulus reduction (G/Gmax) and damping relationships developed by EPRI (1993).  (Note 
that one test sample produced what are considered to be erroneous values of modulus 
reduction and high damping values, as discussed in Appendix A to the SSAR.  The test data 
from that sample were not included in developing the site dynamic properties and are not 
shown here.)  In general, the site data are consistent with the EPRI (1993) relationships, 
except that the site data tend to show higher damping levels at very low shear strains.  The 
EPRI (1993) curves are shown together on Figure 4.2-7, illustrating the effect of increasing 
confining pressure (increasing depth) on the nonlinear behavior of soils. 

The CEUS ground motion relationships are defined for hard rock conditions corresponding 
to a shear-wave velocity of at least 2.83 km/sec (9,300 ft/sec) (EPRI, 2003).  The shear-wave 
velocity of the rock encountered at a depth of 310 ft at the EGC ESP Site is approximately 
4,000 ft/sec.  This material is part of a Pennsylvanian sequence of shale, sandstone, coal, 
limestone, and siltstone that represents the bedrock surface in central Illinois.  As described 
in the CPS USAR, the stratigraphic sequence in central Illinois consists of several hundred ft 
of the Pennsylvanian sequence underlain by 500 to 600 ft of Mississippian limestone, 
approximately 200 ft of Devonian shale and limestone, and approximately 400 ft of Silurian 
carbonate rocks.  Below these rocks lie approximately 1,500 ft of Ordovician dolomite and 
sandstone and approximately 3,000 ft of Cambrian sedimentary rocks.  Below the Cambrian 
rocks lie Precambrian igneous rocks. 

Nine compression-wave velocity profiles have been obtained in deep borings drilled within 
about 10 miles of the EGC ESP Site.  Figure 4.2-8 summarizes velocity data from these 
borings plotted against elevation above sea level.  The measured compression-wave 
velocities (VP) have been smoothed by eye over 50-ft intervals and converted into shear-
wave velocities (VS) using two values of the ratio VP/VS.  A VP/VS ratio of 2 (corresponding 
to a Poisson’s ratio of 0.33) was obtained in rock from the downhole velocity survey 
conducted at the EGC ESP site.  This VP/VS ratio was used to convert the measure 
compression wave velocities to shear wave velocities for elevations above –1,200 ft.  At the 
shallowest depths, the resulting shear wave velocities are consistent with the shear wave 
velocity measured at the EGC ESP site.  At an elevation of approximately –1,200 ft (depth of 
approximately 1,900 ft), the rocks become Ordovician dolomite and sandstone, and there is 
a marked increase in the measured compression wave velocities.  It is expected that 
Poisson’s ratio decreases as the rock becomes more competent, approaching a value of 0.25 
typically assumed for crustal rocks (e.g., EPRI, 1993).  The estimated shear wave velocities 
for elevations below –1,200 ft are plotted on Figure 4.2-8 using VP/VS ratios of 2.0 and 1.73.  
If VP/VS = 1.73 is the correct value for the Ordovician and deeper rocks, then the rock 
velocity reaches “hard rock” values within the Ordovician sequence, and the appropriate 
sedimentary soil and rock profile depth for evaluating site response effects is approximately 
1,900 ft.  If VP/VS = 2 is the correct value for the deeper rocks, then the rock velocity does not 
reach “hard rock” values within the Ordovician sequence or in the underlying Cambrian 
rocks encountered at an elevation of approximately –2,300 ft (depth of approximately 3,000 
ft).  For this case, the appropriate depth of sedimentary soil and rock profile depth is 
approximately 6,000 ft, the depth to Precambrian igneous rocks. 
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The solid line on Figure 4.2-8 indicates the median shear wave velocity developed for the 
sedimentary sequence (soil and rock) beneath the EGC ESP Site.  The shallow portion is 
taken from Figure 4.2-1 and the deeper portion is based on the converted compression wave 
velocity data shown on Figure 4.2-8.  The dashed lines at the base of the profile represent the 
uncertainty in the depth to hard rock, which ranges between 2,000 and 6,000 ft. 

For the site response analyses, the sedimentary rocks below a depth of 310 ft are assumed to 
behave linearly during earthquake shaking.  The damping within these materials was 
established using the following procedure.  The energy lost in shear-wave propagation is 
measured by the parameter QS, which can be equated to two other representations of energy 
loss in wave-propagation analysis.  If linear viscoelastic wave-propagation modeling is used 
(such as in the site response analyses performed for this study using the program SHAKE – 
Schnabel et al., 1972), then the material damping is equivalent to 1/2QS.  Thus, QS values in the 
range of 10 to 25 correspond to damping ratios of 2 to 5 percent.  QS can also be related to the 
high-frequency attenuation parameter  developed by Anderson and Hough (1984) by the 
relationship  = H/QSVS, where H is the thickness of the crust over which the energy loss 
occurs, typically taken to be 1 to 2 km (Silva and Darragh, 1995).  Silva and Darragh (1995) find 
that QS is proportional to shear-wave velocity (QS = VS).  Using this assumption, the amount of 
high-frequency attenuation in the ith layer of a velocity profile, i, is given by the relationship i

= Hi/ VSi2.  Given the total value of  appropriate to site conditions and velocity profiles, one 
can solve for the value of  that will produce the appropriate damping values. 

Silva and Darragh (1995) and Silva et al. (1996) give values of total  appropriate to CEUS 
rocks.  Their suggested value for CEUS sedimentary rocks with a shear wave velocity of 
4,000 ft/sec is 0.019 second.  The attenuation models for CEUS hard rock are developed 
assuming a shallow crustal  of approximately 0.006 second (EPRI, 2003).  Therefore, the 
damping values for sedimentary rocks underlying the EGC ESP Site were set at values that 
produce an equivalent  value of 0.013 second (0.019 – 0.006).  The resulting values of 
damping ratio obtained for the median velocity profile are given in Table 4.2-1. 

4.2.2 Randomization of Dynamic Properties 
Site response analyses were conducted using randomized shear-wave velocity profiles to 
account for variations in shear-wave velocity across the EGC ESP Site.  The randomized 
profiles were generated using the shear-wave velocity correlation model developed by Toro 
(1996).  In this model, the shear-wave velocity in a soil layer is modeled as lognormally 
distributed.  The expression for the correlation coefficient between the velocity in two 
adjacent layers,  is given by: 

)()())(1(),( hthth dtd    (Eq. 4-3) 

where d  represents the depth-dependent correlation (generally increasing with increasing 
depth), and t  is the thickness-dependent correlation (generally decreasing with increasing 
layer thickness).  The factors d  and t  are obtained from the expressions: 



APPENDIX B – SEISMIC HAZARDS REPORT FOR THE EGC EARLY SITE PERMIT SSAR FOR THE EGC EARLY SITE PERMIT 

B-4-18 DEL-096-REV0

mhfor

mhfor
h
hh

h

b

d

200

200
200)(

200

0

0
200     (Eq. 4-4) 

and

ttt exp)( 0     (Eq. 4-5) 

where h is the average of the midpoint depths of layers i and i-1, and t is the difference 
between those midpoint depths.  The correlation model parameters developed by Toro 
(1996) for stiff soil sites were used in the simulations.  The parameters for this model are as 
follows: 0 0.99, 200  0.98,  = 3.9, h0 = 0.0, and b = 0.344. 

Completion of the model requires the standard deviation of ln(VS) for individual soil layers.
The data from the EGC ESP Site are too limited to provide a reliable estimate of ln(VS).  Toro 
(1996) reports standard deviations for a number of sites where many shear-wave velocity 
profiles were obtained.  These results suggest a value of ln(Vs) on the order of 0.2 is 
appropriate to represent the variability in shear wave velocity across a site.  The limited 
EGC ESP Site soil data give a value of 0.13.  On the basis of the data presented in Toro 
(1996), a standard deviation of 0.2 is judged appropriate to represent the variability in shear 
wave velocity in the site soils. 

The converted compression wave velocity data shown on Figure 4.2-8 were used to compute 
the standard deviation about the median velocity profile.  The resulting value of ln(Vs) is 
approximately 0.15, and this value was used  to represent the variability of the shear wave 
velocity in the sedimentary rocks.  The variability in the shear wave velocity typically 
decreases with increasing depth.  Therefore ln(Vs) was reduced to 0.1 for depths below 1,900 
ft.  This variability was also applied to the velocity at the base of the site response analysis 
profile (the half-space velocity). 

Sixty randomized shear wave velocity profiles were generated to represent the uncertainty 
and variability in site velocity.  The thicker layers in the median soil velocity profile (Figure 
4.2-1) were subdivided into layers with thickness comparable to the velocity variation 
observed in the downhole velocity data.  The thickness of individual layers was also 
randomized assuming a uniform distribution over the range of approximately 20 percent 
variation in thickness.  The depth to the hard rock half-space was randomized assuming a 
uniform distribution over the depth range of 2,000 to 6,000 ft. 

Figures 4.2-9a and 4.2-9b show the upper 500 ft of the 60 randomized velocity profiles.  
Figure 4.2-10 compares the statistics computed from the randomized profiles to the target 
values.  Figures 4.2-11a and 4.2-11b show the full randomized velocity profiles, and Figure 
4.2-12 compares the statistics computed from the randomized profiles to the target values to 
a depth of 4,000 ft. 

The shear modulus reduction and damping relationships (Figure 4.2-7) were also 
randomized to account for the uncertainty and variability in these properties.  Silva et al. 
(1996, Appendix D) present data on the variability in modulus reduction and damping ratio 
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based on testing of rock and soil samples.  Figure 4.2-13 summarizes the data presented for 
soils.  The top plot shows the data presented for sands in terms of the standard deviation of 
ln(G/Gmax) plotted against G/Gmax.  These data can be represented by the relationship: 

3
max)/ln( )/(115.0

max
GGGG     (Eq. 4-6) 

The bottom plot summarizes the data presented for sands and alluvial soils from the 
Savannah River Site (SRS) in terms of the standard deviation of ln(damping ratio) plotted 
against the damping ratio in percent.  These data can be represented by the relationship: 

)%inratio,damping(09.0cosh/35.0)ratiodampingln(    (Eq. 4-7) 

Equations 4-6 and 4-7 were used to define the variability of G/Gmax and damping ratio 
about the average curves presented on Figure 4.2-7.  Figures 4.2-14 through 4.2-18 show the 
60 sets of simulated G/Gmax and damping ratio curves. 

The damping in the sedimentary rocks beneath the soil profile was also randomized in the 
analysis.  As discussed in the previous section, the damping in the sedimentary rock layers 
is set so as to produce a site  value of 0.013 sec (Table 4.2-1).  However, the randomized 
velocity profiles will introduce an additional level of damping due to scattering off of the 
velocity interfaces.  The average level of “scattering kappa” was estimated by comparing the 
response of the median profile to the average response of the randomized profiles for very 
low levels of motion.  It was found that equivalent low-strain response at high frequencies 
could be obtained by reducing the site  value by 0.002 sec to 0.011 sec.  The value of 
assigned to an individual randomized profile was then drawn from a lognormal 
distribution with a median  of 0.011 sec.  The standard deviation of ln( ) was set equal to 
0.3, consistent with the variability in  used in McGuire et al. (2001).  The appropriate 
damping ratio in the sedimentary rock layers was then computed using the randomized 
sedimentary rock layer velocities and thicknesses and the randomly selected value of .

4.2.3 Time Histories for Site Response Analysis 
Table 4.1-3 lists the controlling earthquakes for high frequencies (HF), defined as 5 to 10 Hz 
based on Regulatory Guide 1.165 (USNRC, 1997), and low frequencies (LF), defined as 1 to 
2.5Hz based on Regulatory Guide 1.165.  These are denoted as reference earthquakes (REs) 
in McGuire et al. (2001).  Appropriate rock site response spectra for these earthquakes were 
developed by computing the average spectral shape predicted by the EPRI (2003) ground 
motion models and then scaling this spectral shape to match the rock uniform hazard 
spectrum.  The HF spectral shapes were scaled to match on-average the spectral acceleration 
at 5 and 10 Hz, and the LF spectral shapes were scaled to match on-average the spectral 
acceleration at 1 and 2.5 Hz.   

The HF and LF controlling earthquakes listed in Table 4.1-3 are defined in terms of body 
wave magnitude and epicentral distance.  These were converted to moment magnitude and 
the appropriate distance measure following the procedure used in the PSHA (Section 4.1.4).  
The spectra were extended beyond the range of frequencies defined in the EPRI (2003) 
ground motions models using the spectral shape relationships for CEUS earthquakes given 
in McGuire et al. (2001).  The resulting rock RE spectra are shown on Figure 4.2-19.  The HF 
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and LF spectra provide very good coverage of the rock uniform hazard spectra for all 
frequencies except below 1 Hz. 

Table 4.1-3 also lists the distribution of deaggregation earthquakes for each HF and LF 
controlling or reference earthquake (RE).  A response spectrum for each deaggregation 
earthquake (DE) was developed using the approach described above for the REs.  These DE 
spectra represent the range of earthquakes contributing to the HF and LF hazard.  The 
designation DEL refers to the earthquake at the low end of the magnitude range, DEM 
refers to the earthquake in the middle of the deaggregation magnitude range, and DEH 
refers to the earthquake at the upper end of the magnitude range.  As discussed in Section 
4.1.6, these earthquakes also correspond to different sources that contribute to the hazard.  
The DEL earthquake is a local earthquake occurring in central Illinois, the DEM earthquake 
is an earthquake occurring in the Wabash Valley-southern Illinois region, and the DEH 
earthquake is a characteristic New Madrid earthquake.  Figures 4.2-20 and 4.2-21 show the 
DE spectra for the 10- 4 and 10-5 mean rock hazard, respectively. 

Time histories for the site response analyses were obtained from the CEUS time history 
library provided with NUREG/CR-6728 (McGuire et al., 2001).  This library contains 
recordings divided into magnitude and distance ranges, each containing 30 time histories 
(15 recordings with two horizontal components each).  The selected sets of records used for 
each DE are listed in Table 4.2-2.  The selected time histories were scaled to the target DE 
spectrum using a limited number of iterations of the program RASCALS5.  Figure 4.2-22 
shows an example of the response spectra for the 30 time histories scaled to match the DEM 
spectrum for the mean 10-4 HF RE.  As part of the scaling process, the time histories were 
high-pass filtered with a filter corner at 0.2 Hz to remove spurious long period motions.  
This filter corner frequency is less than or equal to the corner frequencies for the filters used 
to process the original time histories.  This frequency is also well below the frequencies of 
interest in the site amplification studies. 

4.2.4 Site Response Transfer Functions 
Sixty response analyses were performed with program SHAKE6to compute the site 
amplification function for each deaggregation earthquake.  The 60 randomized velocity 
profiles were paired with the 60 sets of randomized modulus reduction and damping curves 
(one profile with one set of modulus reduction and damping curves).  Each of the 30 scaled 
time histories was used to compute the response of two profile-soil property curves sets.  
For each analysis, the response spectrum for the computed surface motion was divided by 
the response spectrum for the input motion to obtain a site amplification function.  The 
arithmetic mean of these 60 individual response spectral ratios was then computed to define 
the mean site amplification function for each DE.  Figures 4.2-23 and 4.2-24 show the 
computed average site amplification functions for the mean 10-4 and mean 10-5 hazard levels 
DEs, respectively.  The site amplification at 100 Hz was computed by averaging the ratios of 

5 RASCALS is a frequency domain program for modeling earthquake ground motions and site response developed by Silva 
and Lee (1987).  It was used extensively in the analyses presented in NUREG/CR-6728 (McGuire et al., 2001).  The RASCALS 
option for frequency-domain modification of time histories to match a target response spectrum was used in this study. 
6 SHAKE is an industry-standard program for site response analysis originally developed by Schnabel et al. (1972).  
Geomatrix’s in house version of SHAKE was used for these analyses.  This version has been benchmarked against the 
published versions of SHAKE and has been documented in accordance with project quality assurance requirements. 
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the peak ground acceleration for the surface motion divided by the peak acceleration for the 
input time history. 

The final site amplification function for each RE is computed as the weighted average of the 
amplification functions for the associated DEs.  The weights, listed in Tables 4.1-3 and 4.2-2, 
represent the relative contribution of earthquakes represented by the DEs to the hazard at 
the appropriate spectral frequency and hazard level.  The weighted average site 
amplification functions are shown on Figures 4.2-23 and 4.2-24. 

The peak site amplification of about 3.3 occurs at a frequency of approximately 1.7 Hz.  This 
amplification is due primarily to the 310-ft soil column at the EGC ESP site.  The peak 
amplification is not sensitive to the level of input motion, indicating that much of the soil 
profile is undergoing only low levels of strain.  Deamplification of motions occurs at high 
frequencies, generally above 10 Hz.  The degree of deamplification is sensitivity to the level 
of motion, indicating that the shallow soils are experiencing nonlinear behavior as the level 
of the input motion increases.  The maximum deamplification occurs at frequencies near 30 
Hz and reaches a minimum value of 0.45 for the 10-5 HF RE. 

4.2.5 Soil Surface Spectra 
The soil surface spectra for the EGC ESP site are obtained by scaling the rock reference 
earthquake (RE) spectra by the site amplification functions.  As shown on Figure 4.2-19, the 
RE spectra provide good coverage of the rock uniform hazard spectra except for frequencies 
below 1 Hz.  In order to develop soil surface spectra for the full frequency range, the low 
frequency (LF) RE spectra were shifted upward below a frequency of 1 Hz to match the 
uniform hazard rock spectra.  These adjusted RE spectra are shown on Figure 4.2-25.  This 
low frequency adjustment should not impact the results of the site response analyses 
because the site amplification at frequencies below 1 Hz is insensitive to the level of input 
motion.

The adjusted RE spectra on Figure 4.2-25 were multiplied by the appropriate weighted 
average site amplification functions from Figures 4.2-23 and 4.2-24.  The resulting soil 
spectra are shown on Figure 4.2-26.  Smooth envelope spectra were then constructed to 
define the 10-4 and 10-5 mean hazard horizontal spectra for the surface soil conditions.  These 
envelope spectra are shown on Figure 4.2-26. 

4.3 SSE Ground Motion Spectra 
This section presents the development of the risk-consistent SSE motions (called design 
response spectra -- DRS) for the EGC ESP Site following the approach outlined in ASCE 
Standard XXX (ASCE, 2003). 

4.3.1 Horizontal SSE Spectrum 
The ASCE Standard XXX approach defines the risk-consistent DRS in terms of the site-
specific Uniform Hazard Response Spectrum (UHRS) as: 

 DRS = DF  UHRS, (Eq. 4-8) 
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where UHRS is the site-specific UHRS, defined for Seismic Design Category (SDC)-5 at the 
mean 10-4 annual frequency of exceedance, and DF is the Design Factor (called a scale factor 
(SF) in the terminology of NUREG/CR-6728 (McGuire et al., 2001)) defined based on the 
slope of the mean hazard curve.  When used to scale the UHRS, the derived DRS is a 
uniform risk spectrum, which used with the USNRC’s seismic design criteria provides a 
consistent risk against failure across the facility structures, systems, and components (SSCs).  
Note that the SFs given in NUREG/CR-6728, Chapter 7 are more liberal than DFs given in 
the ASCE Standard XXX because the analysis in NUREG/CR-6728 starts with a more liberal 
assumption about the conservatism achieved by the NUREG-0800 seismic design 
requirements.  The procedure for computing the DRS is as follows. 

For each spectral frequency at which the UHRS is defined, a slope factor AR is determined 
from:

D

D

H

H1.0
R SA

SA
A  (Eq. 4-9) 

where
DHSA is the spectral acceleration at the target mean UHRS exceedance frequency HD

(i.e., 10-4/yr) and 
DH1.0SA  is the spectral acceleration at 0.1HD (i.e., 10-5/yr).  Then the 

Design Factor (DF) at this spectral frequency is given by: 

 DF = Maximum (DF1, DF2) (Eq. 4-10) 

For Seismic Design Category SDC-5, ASCE Standard XXX gives: 

 DF1 = 1.0 (Eq. 4-11) 

and  

 DF2 = 0.6(AR)0.80. (Eq. 4-12) 

The derivation of DF is described in detail in Commentary to the ASCE Standard XXX 
(ASCE, 2003). 

The starting point for this calculation is the soil surface spectra for 10-4 and 10-5 mean 
hazard.  These are shown on Figure 4.2-26 and listed in Table 4.3-1.  The computation of the 
horizontal DRS is summarized in Table 4.3-1.  The resulting horizontal DRS spectrum for 
the SSE motions is shown on Figure 4.3-1.  Also shown for comparison on Figure 4.3-1 is the 
Regulatory Guide 1.60 spectrum scaled to a peak acceleration of 0.3 g. 

4.3.2 Vertical SSE Spectrum 
The vertical SSE spectrum is constructed from the horizontal DRS spectrum using vertical to 
horizontal (V/H) response spectral ratios appropriate for the EGC ESP Site following the 
approach described in NUREG/CR-6728 (McGuire et al., 2001). 
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The EGC ESP Site-specific horizontal DRS shown in Figure 4.3-1 is based on the mean 10-4

hazard on rock scaled to the site-specific soil conditions using two reference earthquake 
(RE) rock spectra.  Figure 4.3-2 shows V/H ratios recommended by McGuire et al. (2001) for 
CEUS rock sites as a function of spectral frequency and the level of peak ground 
acceleration (PGA) for the horizontal component.  Figure 4.3-3 shows the weighted average 
of these V/H ratios based on the PGA for the DEs that make up the high-frequency (HF) 
and low-frequency (LF) mean 10-4 REs.  The weights assigned to the DEs are listed in Table 
4.3-1.  The resulting V/H ratios are essentially the same for the HF and LF DEs. 

The rock V/H ratios plotted on Figure 4.3-3 require adjustment to ratios appropriate for soil 
sites.  This adjustment is based on a comparison of the V/H ratios for rock and soil obtained 
from the empirical western United States (WUS) attenuation models discussed in 
NUREG/CR-6728 (McGuire et al., 2001).  Two of these models (Abrahamson and Silva, 
1997; and Campbell, 1997) provide vertical motions for both soil and rock conditions.  
Figure 4.3-4 shows the average of the V/H spectral ratios for these two attenuation models.  
The spectral ratios were computed for a magnitude M 6.4 earthquake at a source-to-site 
distance of 15 km.  A magnitude M 6.4 earthquake was chosen to correspond to the 
magnitude for the HF RE (mb 6.5) converted moment magnitude using the relationships 
shown on Figure 4.1-7.  The distance of 15 km was chosen so that the WUS attenuation 
relationships produce a horizontal PGA on rock comparable to that for the mean 10-4 hazard 
at the EGC ESP Site.  The resulting V/H ratios for soil sites are greater than those for rock 
sites at high frequencies and lower at low frequencies.  Also the soil V/H ratios peak in 
about the same frequency range as the rock V/H ratios.  The peak in the V/H ratios for 
WUS ground motions occurs at a lower frequency than for CEUS ground motions (Figure 
4.3-2).  The difference in the frequency range for peak V/H ratios is attributed to the 
difference in the shallow crustal damping factor  (McGuire et al., 2001).  Taking the ratio of 
the soil and rock V/H ratios from Figure 4.3-4 and shifting the peak response to conform to 
the peak of the CEUS rock V/H ratios (Figure 4.3-3) produces the scaled CEUS soil V/H 
ratio shown on Figure 4.3-5. 

The vertical SSE spectrum is obtained by scaling the horizontal DRS spectrum by the soil 
V/H ratios shown on Figure 4.3-5.  The resulting vertical SSE is shown on Figure 4.3-6 and 
is tabulated in Table 4.3-2 along with the horizontal SSE spectrum.  The resulting SSE 
ground motion spectra are enveloped by the Regulatory Guide 1.60 response spectrum 
anchored to a peak ground acceleration of 0.3 g except for some frequencies above 16 Hz.  
The maximum exceedance is 25 percent and occurs at a frequency of 33 Hz. 
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TABLE 4.1-1 

MAGNITUDE COMPARISONS FOR NEW MADRID  
1811-1812 EARTHQUAKE SEQUENCE 

Seismic Hazards Report for the EGC ESP Site 

Study NM1 NM2 NM3 
Johnston (1996) M 8.1  0.3 M 7.8  0.3  M 8.0  0.3 

Hough et al. (2000) M 7.2 to 7.3 M ~7.0 M 7.4 to 7.5 
Mueller and Pujol (2001) - - M 7.2 to 7.4 

(preferred M 7.2 to 7.3)
Bakun and Hopper  

(in press 2003) 
MI 7.2 (M 6.8 to 7.5) MI 7.1 

(M 6.7 to 7.4) 
MI 7.4 

(M 7.0 to 7.7) 
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TABLE 4.1-2 

MAGNITUDE DISTRIBUTIONS FOR CHARACTERISTIC 
NEW MADRID EARTHQUAKES 

Seismic Hazards Report for the EGC ESP Site 

Characteristic Magnitudes for Individual 
Faults (moment magnitude [M]) Characteristic 

Rupture Set New Madrid 
South 

Reelfoot
Thrust

New Madrid 
North 

Weight 

1 7.3 7.2 7.0 0.2 
2 7.3 7.4 7.0 0.2 
3 7.7 7.4 7.4 0.2 
4 7.7 7.6 7.4 0.3 
5 8.1 8.0 7.8 0.1 



DEL-096-REV0 4.T-3

TABLE 4.1-3 

ROCK HAZARD CONTROLLING EARTHQUAKES 
Seismic Hazards Report for the EGC ESP Site 

Controlling Earthquake Deaggregation Earthquakes Hazard 
Magnitude 

(mb)
Distance (km) Magnitude 

(mb)
Distance (km) Weight 

5.7 15 0.377 
6.7 153 0.322 

Mean 10-4

5 and 10 Hz 
6.5 83 

7.2 375 0.301 
5.9 15 0.093 
6.8 166 0.240 

Mean 10-4

1 and 2.5Hz 
7.0 

7.2* 
223 
320* 

7.3 379 0.667 
5.8 11 0.733 
6.8 140 0.149 

Mean 10-5

5 and 10 Hz 
6.2 24 

7.4 380 0.118 
6.0 12 0.212 
6.9 155 0.220 

Mean 10-5

1 and 2.5Hz 
7.0 

7.3* 
134 
320* 

7.4 381 0.568 

*computed using earthquakes with distances > 100 km 



4.T-4  DEL-096-REV0 

TABLE 4.2-1 

NOMINAL DAMPING RATIOS FOR SEDIMENTARY ROCK 
CORRESPONDING TO  = 0.013 SEC
Seismic Hazards Report for the EGC ESP Site 

Depth Range1

(ft) 

Average  
Shear Wave 

Velocity 
(fps) 

Shear Wave 
Quality Factor 

QS

Equivalent 
Damping 

Ratio 
(%) 

310 - 400 4,000 15.2 3.30 
400 – 450 4,275 16.2 3.08 
450 – 650 4,650 17.6 2.84 

650 – 1,200 5,500 20.9 2.40 
1,200 – 1,900 7,200 27.3 1.83 

1 Depth range is depth below ground surface. 



DEL-096-REV0 4.T-5

TABLE 4.2-2 

TIME HISTORY DATA SETS FROM NUREG/CR-6728 USED FOR EACH 
DEAGGREGATION EARTHQUAKE 
Seismic Hazards Report for the EGC ESP Site 

Controlling 
Earthquake 

(RE)

Deaggregation Earthquakes 
(DE)Hazard 

Magnitude 
(mb)

Distance
(km)

Designation Magnitude 
(mb)

Distance
(km)

Weight NUREG/CR-6728 
CEUS Data Set 

HF DEL 5.7 15 0.377 M 4.5-6,  
D 0-50 km 

HF DEM 6.7 153 0.322 M 6-7,  
D 100-200 km 

Mean 10-4

5 and 10 Hz 
6.5 83 

HF DEH 7.2 375 0.301 M >7,  
D 100-200 km 

LF DEL 5.9 15 0.093 M 4.5-6,  
D 0-50 km 

LF DEM 6.8 166 0.240 M 6-7,  
D 100-200 km 

Mean 10-4

1 and 2.5Hz 
7.0 

7.2* 
223 

320* 

LF DEH 7.3 379 0.667 M >7,  
D 100-200 km 

HF DEL 5.8 11 0.733 M 4.5-6,  
D 0-50 km 

HF DEM 6.8 140 0.149 M 6-7,  
D 100-200 km 

Mean 10-5

5 and 10 Hz 
6.2 24 

HF DEH 7.4 380 0.118 M >7,  
D 100-200 km 

LF DEL 6.0 12 0.212 M 4.5-6,  
D 0-50 km 

LF DEM 6.9 155 0.220 M 6-7,  
D 100-200 km 

Mean 10-5

1 and 2.5Hz 
7.0 

7.3* 
134 

320* 

LF DEH 7.4 381 0.568 M >7,  
D 100-200 km 
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TABLE 4.3-1 

COMPUTATION OF HORIZONTAL DRS SPECTRUM  
FOR THE EGC ESP SITE

Seismic Hazards Report for the EGC ESP Site 

Spectral 
Frequency  

(Hz) 

10-4 Mean 
Hazard Spectral 

Acceleration
(g) 

10-5 Mean 
Hazard Spectral 

Acceleration
(g) 

DF2

Horizontal DRS 
Spectral 

Acceleration
 (g) 

100 0.2502 0.5031 1.049 0.2625 
50 0.3177 0.5957 0.992 0.3177 

30.3 0.3743 0.6821 0.970 0.3743 
25 0.3986 0.7185 0.961 0.3986 
20 0.4385 0.8002 0.971 0.4385 

16.67 0.4741 0.8737 0.978 0.4741 
13.33 0.5114 0.9730 1.004 0.5133 
11.11 0.5247 1.0486 1.044 0.5478 

10 0.5326 1.1089 1.079 0.5746 
9.0 0.5405 1.1248 1.078 0.5829 

6.67 0.5640 1.1718 1.077 0.6074 
5 0.5874 1.1720 1.043 0.6125 
4 0.6062 1.1722 1.017 0.6164 

3.33 0.6220 1.1515 0.982 0.6220 
2.5 0.5491 1.1110 1.054 0.5790 
2 0.4985 1.0805 1.114 0.5554 

1.67 0.4606 1.0315 1.144 0.5267 
1.33 0.3612 0.8777 1.221 0.4409 
1.18 0.3151 0.8017 1.266 0.3991 

1 0.2640 0.6955 1.302 0.3438 
0.67 0.1697 0.4880 1.397 0.2370 
0.5 0.1240 0.3668 1.429 0.1772 

0.33 0.0633 0.1826 1.401 0.0886 
0.25 0.0392 0.1114 1.382 0.0542 
0.2 0.0296 0.0852 1.399 0.0414 

0.13 0.0177 0.0524 1.429 0.0253 
0.1 0.0123 0.0371 1.450 0.0179 
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TABLE 4.3-2 

SSE GROUND MOTION SPECTRA FOR THE EGC ESP SITE
(5 PECENT DAMPING)

Seismic Hazards Report for the EGC ESP Site 

Spectral 
Frequency  

(Hz) 

Horizontal SSE 
Spectral 

Acceleration
 (g) 

Vertical SSE 
Spectral 

Acceleration
 (g) 

100 0.2625 0.2428 
66.67 0.2935 0.3405 

50 0.3177 0.3527 
30.3 0.3743 0.3700 
25 0.3986 0.3755 
20 0.4385 0.3894 

16.67 0.4741 0.4000 
13.33 0.5133 0.4054 
11.11 0.5478 0.4084 

10 0.5746 0.4137 
9.0 0.5829 0.4181 

6.67 0.6074 0.4309 
5 0.6125 0.4299 
4 0.6164 0.4291 

3.33 0.6220 0.4300 
2.5 0.5790 0.3959 
2 0.5554 0.3766 

1.67 0.5267 0.3547 
1.33 0.4409 0.2943 
1.18 0.3991 0.2651 

1 0.3438 0.2269 
0.67 0.2370 0.1539 
0.5 0.1772 0.1137 

0.33 0.0886 0.0560 
0.25 0.0542 0.0338 
0.2 0.0414 0.0256 

0.13 0.0253 0.0154 
0.1 0.0179 0.0107 
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Source Characterization Logic Tree for Characteristic New Madrid 
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Locations of Fault Sources for Characteristic New Madrid Earthquakes 

Non-GDS
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Distributions of Mean Repeat Time for Characteristic New Madrid Earthquakes 

Non-GDS
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Earthquake Rupture Sequences for New Madrid Earthquakes 

Non-GDS

from Tuttle et al. (2002)
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Maximum Magnitude Distribution for Central Illinois Seismic Sources
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Ground Motion Characterization Logic Tree
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Alternative mb Versus M Relationships 
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Mean and Fractile Hazard Curves from Updated PSHA 

Non-GDS
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Contribution of Individual Sources to Median Hazard

Non-GDS
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Contribution of Individual Sources to Mean Hazard

Non-GDS
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Effect of Alternative mb-M Relationships on Median Hazard

Non-GDS
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Effect of Alternative mb-M Relationships on Mean Hazard

Non-GDS
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Effect of Alternative Median Ground Motion Models on Median Hazard

Non-GDS
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Effect of Alternative Median Ground Motion Models on Mean Hazard

Non-GDS
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Effect of Epistemic Uncertainty in Median Ground Motion on Median Hazard

Non-GDS
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Effect of Epistemic Uncertainty in Median Ground Motion on Mean Hazard

Non-GDS



Figure

4.1-13a
Seismic Hazards Report for the EGC ESP Site 

Effect of Alternative Aleatory Variability Models on Median Hazard

Non-GDS
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Effect of Alternative Aleatory Variability Models on Mean Hazard

Non-GDS
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Effect of Alternative End Points of New Madrid North on Median Hazard from  
Only New Madrid Characteristic Earthquakes

Non-GDS
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Effect of Alternative End Points of New Madrid North on Mean Hazard from  
Only New Madrid Characteristic Earthquakes

Non-GDS
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Effect of Alternative Geometries for New Madrid South on Median Hazard from  
Only New Madrid Characteristic Earthquakes 

Non-GDS
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Effect of Alternative Geometries for New Madrid South on Mean Hazard from  
Only New Madrid Characteristic Earthquakes 

Non-GDS
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Effect of Alternative Recurrence Models for New Madrid Characteristic Earthquakes on Median Hazard  
from Only New Madrid Characteristic Earthquakes 

Non-GDS
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Effect of Alternative Recurrence Models for New Madrid Characteristic Earthquakes on Mean Hazard  
from Only New Madrid Characteristic Earthquakes 

Non-GDS
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Effect of Alternative Maximum Magnitude Estimates on Median Hazard from Only Wabash Valley-Southern 
Illinois Sources

Non-GDS
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Effect of Alternative Maximum Magnitude Estimates on Mean Hazard from Only Wabash Valley-Southern Illinois 
Sources

Non-GDS
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Effect of Alternative Maximum Magnitude Estimates on Median Hazard from Only Central Illinois Sources 

Non-GDS



Figure

4.1-18b
Seismic Hazards Report for the EGC ESP Site 

Effect of Alternative Maximum Magnitude Estimates on Mean Hazard from Only Central Illinois Sources 

Non-GDS
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Mean Uniform Hazard Spectra on Hard Rock 
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Deaggregation Results for Mean 10-4 Hazard 

N
on

-G
D

S
 

0-15

50-100

300-400

5-5.5

5.5-6

6-6.5
6.5-7

7-7.5

>7.5

0

5

10

15

20

Pe
rc

en
t

C
on

tr
ib

ut
io

n

Distance 
Interval

Magnitude 
Interval

5 and 10 Hz

0-15

25-50

100-200

300-400

>500 5-5.5

5.5-6

6-6.5

6.5-7

7-7.5

>7.5

0
5
10
15
20
25
30

35

Pe
rc

en
t C

on
tr

ib
ut

io
n

Distance 
Interval

Magnitude 
Interval

1 and 2.5 Hz



Figure

4.1-21
Seismic Hazards Report for the EGC ESP Site 

Deaggregation Results for Mean 10-5 Hazard 
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Shear Wave Velocity Data Median Profile for Soils 
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Modulus Reduction and Damping Test Results Compared to EPRI (1993) Soil 
Property Curves for Test UTA-34-A 
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Modulus Reduction and Damping Test Results Compared to EPRI (1993) Soil 
Property Curves for Test UTA-34-B 
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Modulus Reduction and Damping Test Results Compared to EPRI (1993) Soil 
Property Curves for Test UTA-34-C 
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Modulus Reduction and Damping Test Results Compared to EPRI (1993) Soil 
Property Curves for Test UTA-34-D 
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Modulus Reduction and Damping Test Results Compared to EPRI (1993) Soil 
Property Curves for Test UTA-34-F 
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Shear Modulus Reduction and Damping Relationships Developed
by EPRI (1993) 
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Shear Wave Velocity Data for Sedimentary Rocks and Median Velocity Profile 
for the EGC ESP Site 
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Seismic Hazards Report for the EGC ESP Site

Upper 500 Feet of First Thirty Randomized Shear Wave Velocity Profiles for 
the EGC ESP Site
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Upper 500 Feet of Second Thirty Randomized Shear Wave Velocity Profiles 
for the EGC ESP Site
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Figure
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Statistics of the Randomized Shear Wave Velocity Profiles (0 to 500-ft Depth)
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First Thirty Randomized Shear Wave Velocity Profiles for the EGC ESP Site
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Second Thirty Randomized Shear Wave Velocity Profiles for the EGC ESP 
Site
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Figure
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Statistics of the Randomized Shear Wave Velocity Profiles (0 to 4,000-ft 
Depth)
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Models for Variability in G/Gmax and Damping Ratio 
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Figure
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Randomized Modulus Reduction and Damping Relationships  
for the Depth Range of 0 to 20 ft
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Figure
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Randomized Modulus Reduction and Damping Relationships  
for the Depth Range of 21 to 50 ft
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Randomized Modulus Reduction and Damping Relationships  
for the Depth Range of 51 to 120 ft
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Randomized Modulus Reduction and Damping Relationships  
for the Depth Range of 121 to 250 ft
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Figure
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Randomized Modulus Reduction and Damping Relationships  
for the Depth Range of 251 to 310 ft
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Reference Earthquake (RE) Response Spectra for Mean 10-4

and Mean 10-5 Hazard
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Figure

4.2-20
Seismic Hazards Report for the EGC ESP Site

Reference Earthquake (RE) and Deaggregation Earthquake (DE) Response 
Spectra for Mean 10-4 Hazard
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Reference Earthquake (RE) and Deaggregation Earthquake (DE) Response 
Spectra for Mean 10-5 Hazard
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Figure
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Example of 30 Response Spectra Scaled to Deaggregation Earthquake 
Spectrum
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Figure
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Seismic Hazards Report for the EGC ESP Site

Mean Site Amplification Functions for Deaggregation Earthquakes and Weighted
Average Site Amplification Functions for Reference Earthquakes for Mean 10-4 Hazard
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Mean Site Amplification Functions for Deaggregation Earthquakes and Weighted
Average Site Amplification Functions for Reference Earthquakes for Mean 10-5 Hazard
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Figure
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Adjusted Rock Reference Earthquake Response Spectra
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Rock Reference Earthquake Spectra Scaled by Weighted Average Site 
Amplification Functions and Soil Envelope Spectra
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Horizontal DRS Spectrum Defining Horizontal SSE
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Recommended Vertical/Horizontal Response Spectral Ratios for CEUS Rock 
Site Conditions Given in NUREG/CR-6728 
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Weighted Average Vertical/Horizontal Response Spectral Ratios for Rock Site 
Conditions for Mean 10-4 Hazard Level at EGC ESP Site 
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Vertical/Horizontal Response Spectral Ratios for WUS Rock and Soil Rock 
Site Conditions Based on Empirical Ground Motion Models 
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Vertical/Horizontal Response Spectral Ratios for Rock and Soil Site 
Conditions Developed for Mean 10-4 Hazard Level at EGC ESP Site 
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Horizontal and Vertical DRS Spectra Defining EGC ESP SSE Spectra 
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CHAPTER 5 

Surface Faulting 

This chapter describes the evidence gathered to date for faulting or the absence of faulting in 
the region of the EGC ESP Site.  The following aspects of the geology and seismicity of the 
site region are discussed: 

geologic evidence, or lack thereof, for surface deformation (Section 5.1); 

earthquakes associated with capable tectonic sources (Section 5.2); 

ages of most recent deformation (Section 5.3); 

relationship between tectonic structures in the site area and regional structures 
(Section 5.4); 

characterization of identified capable tectonic sources (Section 5.5); 

identified zones of Quaternary deformation (Section 5.6); and 

the potential for surface tectonic deformation at the site (Section 5.7). 

There is no evidence for surface faulting or fold deformation at the EGC ESP Site, and no 
earthquakes or capable tectonic sources have been identified within 25 miles of the site. 
Paleoliquefaction studies performed for this study identified locations that reveal evidence 
for possible paleoliquefaction (detailed in Attachment 1) possibly associated with 
prehistoric earthquakes.  No evidence has been found for surface faulting or deformation 
that would pose a hazard to the EGC ESP Site.  No evidence for tectonic Quaternary faulting 
or surface deformation was found during geologic reconnaissance for this study or in 
previous studies. 

5.1 Geologic Evidence, or Absence of Evidence, for Surface 
Deformation

There is no evidence for surface faulting or fold deformation at the EGC ESP Site.  Recent 
detailed geotechnical investigations of the site were used to develop a site-specific geologic 
cross section (Figure 5.1-1).  Irregularities in the upper units (Illinoian glacial till and 
younger strata) are not reflected in the older units.  In particular, the contact between a 
lacustrine unit and the overlying Illinoian till is flat-lying across the entire site.

5.2 Earthquakes Associated with Capable Tectonic Sources 
There have been no historically reported earthquakes within 25 miles of the site that 
reasonably can be associated with a local structure.

Historical earthquakes have been postulated to be associated with faults and inferred 
structures at greater distances within the site region, as noted below.  The evidence for 
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capable tectonic sources inferred from the historical seismicity is considered in the 
characterization of alternative seismic sources included in the probabilistic seismic hazard 
analysis (PSHA; Section 4).  

A spatial association of recent small earthquakes has been postulated for the northern part 
of the Peru monocline (Larson, 2002).  The southern part of this structure extends to within 
approximately 50 miles of the site (Plate 1).   

The lower Wabash Valley surrounding and south of the Vincennes bend has long been 
recognized as slightly more active than surrounding regions.  Historical earthquakes have 
occurred along the Commerce geophysical lineament (CGL) in this region (Langenheim and 
Hildenbrand, 1997).  McBride et al. (2002a) report that the hypocenter for the largest 
historical earthquake in the site region (November 9, 1968, mbLg 5.5) corresponds to the most 
prominent zone of dipping middle-crustal reflections, just west of the Wabash Valley fault 
system.  McBride et al. (2002a) suggest that contemporary stress may be being released by 
the reactivation of Precambrian and/or Paleozoic structures.  The width of the inferred fault 
system that underlies the CGL southwest of the Vincennes bend is approximately 1.5 to 3 
miles, as imaged in deep seismic-reflection profiles (McBride et al., 2002a).   

A spatial association of seismicity also is suggested along the trend of the Du Quoin 
monocline trend and Centralia fault zone in south-central Illinois.  Su and McBride (1999) 
state that current deformation along this structure is suggested by earthquakes located near 
structural axes and having focal mechanisms consistent with strike slip along north-
trending structures.  These structures also are associated with a basement-involved fault, as 
documented from seismic-reflection profiles.   

5.3 Ages of Most Recent Deformation 
The evidence for possible Pleistocene and Holocene surface deformation and the association 
of seismicity with the structures described above suggest that there may be capable tectonic 
sources within the study region (the 200-mile radius of the site).  The ages of most recent 
deformation on faults and folds within the study region are summarized on Tables 2.1-1 and 
2.1-2.

Paleoliquefaction studies were conducted as part of this study to search for evidence of 
nearby prehistoric earthquakes.  The results of these investigations (Section 2.1.4 and 
Attachment 1) suggest that no repeated moderate to large events (comparable to the 
postulated M 6.2 to 6.8 Springfield earthquake) occurred in the site vicinity in latest 
Pleistocene to Holocene time that would indicate a capable tectonic structure within 25 
miles of the EGC ESP Site.  The late Holocene record in particular is sufficient to 
demonstrate the absence of such events in the past approximately 6 to 7 ka.  The latest 
Pleistocene/early Holocene record is less complete.  The significance of the latest 
Pleistocene/early Holocene features recorded at location SC 25, approximately 17 miles 
from the site, is less certain.  Only a limited number of features were found, providing 
insufficient information to estimate a location or magnitude if these features were caused by 
an earthquake.  The presence of these features was considered in developing the range in 
maximum magnitude assigned to a random background earthquake in the probabilistic 
seismic hazard analysis. 
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5.4 Relationship of Tectonic Structures in the Site Area to 
Regional Tectonic Structures 

Recent compilations of geologic structural data for the State of Illinois (i.e., Nelson, 1995) 
show no faults within a 25-mile radius of the site.  Folds within the La Salle anticlinorium do 
lie within the 25-mile radius.  Based on available data, as outlined in previous studies for the 
CPS (Section 2.5.1.2.3 of the CPS USAR), there is no evidence for tectonic surface 
deformation within 25 miles of the site that is associated with these structures.  No reported 
evidence for tectonic surface deformation in the site region was found in the recent 
literature.

No active faults are postulated to be associated with the folds mapped within a 25-mile 
radius of the site (Nelson, 1995).  In other regions reverse faults in the basement, imaged in 
deep seismic-reflection profiles, may be associated with historical seismicity (e.g., Wabash 
Valley seismic zone, McBride et al., 2002a).  There is, however, no recorded historical 
seismicity associated with folds within 25 miles of the site. 

5.5 Characterization of Capable Tectonic Sources 
As noted in previous sections, no capable tectonic sources have been identified within 25 
miles of the site.   

5.6 Designation of Zones of Quaternary Deformation in Site 
Region

Geologic investigations of the CPS site identified no evidence of capable faulting in the site 
region (CPS USAR).  Paleoliquefaction studies conducted in connection with the preparation 
of this ESP application identified locations that reveal possible evidence for 
paleoliquefaction (Attachment 1 to this Appendix).  These features are indicative of possible 
seismic ground shaking associated with prehistoric earthquakes.  No evidence for tectonic 
Quaternary faulting or surface deformation was observed during the field reconnaissance 
conducted along selected rivers in the study region as part of these investigations.  No 
reported evidence for Quaternary deformation in the site region was found in the recent 
literature.

5.7 Potential for Surface Tectonic Deformation of Site 
Previous investigations of the CPS site described in the CPS USAR, post-CPS USAR studies 
(e.g., published literature), and investigations conducted for this study have identified no 
evidence for surface faulting or deformation that would pose a hazard to the EGC ESP Site.   





Figure

5.1-1
Seismic Hazards Report for the EGC ESP Site 

Site-Specific Geologic Cross Section (from SSAR, Appendix A, 2003) 

Non-GDS
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